2’ x 4’ Parabolic Recessed Troffer 4" Deep Louver 3 lamps

dimming balast

FEATURES

• Low iridescent louver finishes.  .

• Black reveal provides floating louver appearance, conceals optional air-supply slots.

• Overlapping flange and modular ceiling trims factory installed with standard swing-gate hangers or field convertible with optional trim and hanger kits.

• Optional heat-removal dampers and air-pattern control blades allow airflow control.

• T-hinges die-formed for maximum strength. Latches spring-loaded, concealed in reveal.

• Guaranteed for one year against mechanical defects in manufacture.

SPECIFICATIONS

BALLAST — Thermally protected, resetting, Class P, HPF, non-PCB, UL listed, CSA certified ballast is standard. Energy-saving electronic ballasts are sound rated A. Standard       combinations are CBM approved and conform to UL 935.  THD < 10% Rapid Start.
WIRING & ELECTRICAL — Fixture conforms to UL 1570 and is suitable for damp locations. AWM, TFN or THHN wire used throughout, rated for required temperatures.

MATERIALS — Housing formed from cold-rolled steel. Louvers formed from anodized aluminum. No asbestos is used in this product.

FINISH — Five-stage iron-phosphate pretreatment ensures superior paint adhesion and rust resistance. Painted parts finished with high-gloss, baked white enamel.

LISTING — UL listed and labeled. Listed and labeled to comply with Canadian and Mexican Standards.
ENERGY

Luminaire Efficacy Rating (LER) and Annual Energy Cost/1,000 Lumens

3-lamp, LD louver - LER.FP = 57. Annual energy cost = $4.21.

Based on 32W T8 lamp, 2850 lumens and electronic ballast.
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Ballast factor = .88 and input watts = 86.

Calculated in accordance with NEMA standard LE-5.

Louvers 3 x 8, 24 cell, Low Iridescent Anodized Diffused Silver

Lithonia 2PM4 G   3 32 24LD 120 GEB10RS

DIMENSIONS

Nominal Dimensions: 2’ x 4’ 

[image: image2.png]Zonal Lumens Summary
Zone Lumens %lLamp %Fixture

0-30 1911 223 34.1
0-40 3247 38.0 57.9
0-60 5313 62.1 94.8
0-90 5604 655 100.0
90-180 O 0 0
0-180 5604 655 100.0




Photometrics
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