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Multipurpose, Low-Ground-Pressure,
Rubber-Tracked Vehicles

Concept—These specially designed machines look similar
to skid steers with tracks, but they are in a class by them-
selves. They are tracked machines designed for superior
performance on all types of terrain, have a low center of
gravity, and very low ground pressure (less than 3 psi),
making them an advantageous choice where the ground
conditions are sensitive, such as riparian areas.

Comments—These rubber-tracked vehicles are extremely
versatile because they accept a wide range of hydraulic
and PTO-driven attachments.

Other Manufacturers or Sources—Also check out the
following rubber-tracked, low-ground-pressure machines
included in this report: Gyro-Track GT-18 XP (2.0 psi); and
Geo Boy (1.9 psi).

Melroe’s Bobcat has just recently introduced their G-Series
Model 864 compact track loader that is a rubber-tracked
skid steer with a 73-hp diesel engine. The 17.7-inch track
exerts just 3.8 psi. It has 11 inches of ground clearance.
Slope limitations are unknown at this time. The machine
can be seen at: http://www.bobcat.com.

Check the Timber West  or Timber Harvesting annual buyer’s
guides for additional logging and related equipment (see
Appendix B for details).
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ASV Posi-Track All-Purpose Crawler
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ASV Posi-Track All-Purpose Crawler: 4810, 2810, 2800. MD-70 special order
only. Contact manufacturer for specs. No sealed undercarriage on MD-70.
HD-4520 and HD-4500 discontinued.
All Season Vehicles, Inc. (ASV)
Contact manufacturer for dealer information
$45,000 to $55,000
In production
ASV is a prime mover
4810: 105 hp (net); 2810: 83 hp; 2800: 70 hp
Diesel
Hydrostatic
4810 6 mph; 2810 and 2800: 7 mph;
4810, 2810, and 2800: 69 in
4810: 114.75 in; 2810 and 2800: 113 in
4810, 2810, and 2800: 82.5 in
4810: 8,640 lb; 2810 and 2800: 7,150 lb
4810, 2810, and 2800: 16 in
0
33% gradability sidehill
High-flow auxiliary hydraulic circuit: 4810, 30 gpm at 3,200 psi; 2810 and
2800, 25 gpm at 2,750 psi. Low-flow auxiliary hydraulic circuit: 4810, 19 gpm
at 2,950 psi; 2810 and 2800, 19 gpm at 2,750 psi.
Loader  arms and 3-point hitch
Kevlar-reinforced rubber. Ground pressure, 18-in track: 4810, 3.0 psi; 2810 and
2800, 2.3 psi without loader; and 2.5 psi with loader. Ground pressure, 24-in
track: 2810 and 2800, 2.7 psi without loader; and 1.9 psi with loader.
Snowblower, 6-way dozer blade, snowblade, hydraulic brush-cutter, trencher,
auger, backhoe, forks, grapple bucket, log grapple, 4-in-1 bucket, power rake,
tiller, sweeper, 3-point hitch, HD bucket, limb risers, stump grinder, tree shear,
hydraulic winch, flail mower, grader, drills, rock pickers, cable plow, crushers,
rollers, mixers
Useful where low gpsi and maximum traction is essential
Data not supplied



47

Make/Model .......................................................................................
Manufacturer/Source ..........................................................................
Distributor ...........................................................................................
Price ...................................................................................................
Status .................................................................................................
Prime Mover .......................................................................................
Prime Mover Engine Power ................................................................
Gas/Diesel .........................................................................................
Transmission ......................................................................................
Max. Travel Speed ..............................................................................
Width ..................................................................................................
Length ................................................................................................
Height .................................................................................................
Weight ................................................................................................
Ground Clearance ..............................................................................
Turning Radius ...................................................................................
Slope Limitations and Specified Conditions .......................................
Attachment Power Supply ..................................................................

Attachment Mount (lift arms/boom/3-point/other) ...............................
Lift Arm Reach ...................................................................................
Track Type, Width (options) and Gpsi .................................................
Attachments Usable by this Machine .................................................

Special Uses/Adaptations/Other Uses ...............................................

Manufacturer’s Comments Regarding Equipment Application ...........

Multipurpose, Low-Ground-Pressure, Rubber-Tracked Vehicles

LMC Trackmaster 85 Rubber-Tracked Crawler

LMC Trackmaster 85 Rubber-Tracked Crawler
LMC Corp.
Contact manufacturer for dealer information
$42,900
In production
Trackmaster 85 is a prime mover
88.5 hp
Diesel
Hydrostatic
7.2 mph
66 in
157.7 in
78.8 in
7,100 lb
10 in
0 in (counter rotation)
Data not supplied
Optional PTO; high flow is 30 gpm; maximum working pressure is 3,000 psi:
hydraulic pump capacity is 16 gpm; maximum working pressure is 2,500 psi
Lift arms and optional 3-point mount
Loader arms, 110.5-in lift height
Rubber on steel; 18-in tracks; 1.9 psi with loader arms and bucket
Model 5601-A Brush-Cutter, double-flighted auger, dozer blades, mud/concrete
haulers, rake, grader blade, cold planer, flail mower, vibratory roller, tiller, stump
grinder, rock wheel, cutting wheel, scarifier, landscape rake, 4 -in-1 bucket,
pallet forks, trencher, post pounder, snow blower, concrete accessories, and
more. Bobcat-style tool plate allows use of most skid-steer attachments.
Loader, dozer or tool carrier; designed for jobs requiring high traction on soft
ground with minimal damage
Ultra-low ground pressure; ideally suited for wetlands, marshes, orchards,
vineyards, landscaping nurseries, excavating
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