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Digest:  In order by code, summarize the main additions, revisions, or removal of direction incorporated in this supplement.
20 – Provides basic guidelines when dealing with a leaning tree situation.  Also provides additional items to have on hand when doing chain saw work.

22 – resource management

22.48 – Chain Saw Operations.

22.48c – Personal Protective Equipment.

  9.  Required Chain Saw Features.

       e.  Proper saw for the job, fully operational.

           (1)  For saws up to 2.5 cubic inch displacement and 16 inch bars, an Oregon 91SG chain


      or equivalent is recommended;

           (2)  Saws with a 3.0 cubic inch range, an Oregon 72SG chain or equivalent is best;

           (3)  For high volume cutting, a 76LG chain is recommended to help reduce operator 

      fatigue;

           (4)  Saws with 3.5 inches or greater, a guard tip bar (banana nose) must be used;

           (5)  For smaller saws, a slim line type of roller nose bar should be used, with a low

                  kick-back type chain;

           (6)  For planned chain saw work, crews will consist of two or more people;

           (7)  A radio must be with the chain saw crew; when a chain saw crew is working away


      from their vehicle radio, a hand held radio is mandatory;

           (8)  First aid kits will be modified, or purchased, with enough gauze (about 4” x 8”) to


      handle a chain saw cut; the first aid kit must be with the chain saw crew;

           (9)  Previous training will not be accepted as certification; Forest Service endorsed 


      certification is mandatory.

22.48g – Felling, Bucking and Limbing Techniques.

  8.  Felling.

       a.  If a sawyer is unable to cut a leaner tree safely, leave it and come back with a tractor or


proper equipment to remove it.  Never cut a tree that has a tree caught in it or leaning


against it (without Unit Manager and/or Unit Sawyer Certifier).

  9.  Bucking, Brushing and Limbing.

       a.  Crews using a circular brush saw are required to have first aid kits that include enough 


gauze (about 4” x 8”) to handle a circular brush saw cut.  This first aid kit must be with


the crew.

       b.  Crews using a circular brush saw are required to have a hand held radio with them when 

working away from their vehicle radios.
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