TTS WIRING CONNECTIONS

Use with TTS Program Revisions 5.1 (ETK October 2009)
Configuration:  Campbell CR510 Data Logger, OBS-3 Turbidity Sensor, CS450 pressure transducer

Campbell CR510
Wire



Description

Relay

POWER IN (12V)
Red



Bat pos. (see Note 1)
------


POWER IN (G)
Blk



Bat neg.

------

EARTH GROUND
Grn



Ground Rod

------

ISCO Power Connection

12V


Red



12V


G


Blk



ISCO Ground


CS450 Pressure Transducer (sdi-12)



     Amp pin



AG


Yel



shield


1

C2


Blu



sdi signal

4

AG


Blk



Supply -

2

+12v


Red



Supply +

3

OBS-3 Turbidity Probe (see relay diagram)



Relay

SE3


Wht



Signal


------


G


Blk



Supply -

------


G


Bare



Shield


------


-----


Red



Supply +

R1-1


12V


Red



Relay 12V

R1-2


C1


Red



Control line

R1-3


G


Blk



Relay Ground

R1-4

-----


Grn



No Connection
------


ISCO Flow Connection (see relay diagram)

----


Blk




ISCO C

R2-1


----


Red or Clr


ISCO A

R2-2


5V


Red



Relay 5V

R2-3


----


Grn



Relay Ground

R2-4


E2


Red



Switch 2.5V

FET


G


Blk



Switch Ground
FET

�  The red and black wires were found reversed on CR510 917 (@ SEQ).  Continuity check connections before assuming color codes are correct.  Etk 11/7//07 





