
Appendix 3 

Road Cards  
Appendix 3, Road Cards, is used to explain site-specific information about each road 
used in the timber haul.  The road management objectives include general design 
criteria, maintenance levels, operational criteria and any resource concerns and 
mitigations.  Proposed roads have been field verified.  Narrative cards and maps for 
each road needed for this Record of Decision are in numerical order.  Figures A3-1, 
A3-2 and A3-3 show the roads system by marine access facility.   

The General Protection Measures section summarizes protection measures that can be 
used for resource concerns.  These protection measures can be either from the Forest 
Plan or project specific. 

General Protection Measures  
The general measures described in Introduction to Appendix 2, Unit Cards, apply to all 
units and roads in the Traitors Cove Timber Sale project.  See Appendix 2, General 
Protection Measures section.  The source(s) of each general measure are listed after the 
measure in terms of individual Forest-wide Standards and Guidelines (see Chapter 4 of 
the Forest Plan) or BMPs (see Appendix C of the Forest Plan and Chapter 10 of FSH 
2509.22, The Soil and Water Conservation Handbook).  Measures with application to 
a particular road are listed on the individual road cards as Site-specific Design Criteria.   

General Design Criteria and Elements are shown on the Road Management Objectives 
portion of the road cards and are defined as follows: 

• Functional Class:  Local (L), Collector (C), and Arterial (A) classifications 
• Service Life:  Long (L) or Short (S), Constant (C) or Intermittent (I), 

consistent with NEPA disclosure document 
• Traffic Service Level:  Traffic Service Level anticipated for the design (A, B, 

C, D) that takes into consideration the characteristics of the road and operating 
conditions 

Operational Maintenance Levels indicate the level of road maintenance (Maintenance 
Level 2) during sale-related activities.  Objective Maintenance Levels indicate the 
long-term maintenance plan for the roads (after completion of silvicultural activities) 
and incorporate Traffic Service Levels, as described in the following definitions.  
Applicable maintenance levels for the project area are:  

• Maintenance Level 1 (Traffic Service Level D):  Roads are closed by barrier, 
bridge removal or organic encroachment and are monitored for resource 
protection.  Basic custodial maintenance is performed to perpetuate the road 
and to facilitate future management activities.  

• Maintenance Level 2 (Traffic Service Level C):  Roads are maintained for 
high-clearance vehicles and monitored for resource protection.  Traffic would 
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be minor, consisting of logging trucks during sale operations, and 
administrative uses.  

Under the Alaska Forest Resource Protection Act (AFRPA), all roads will be 
maintained as “Active” during harvest related activities.  After these activities are 
completed, the AFRPA definitions on the road cards will be implemented.  These 
correspond to the Objective Maintenance Levels.  Definition for the Alaska Forest 
Resource Protection Act include: 

• Active:  A forest road being actively used for hauling logs, pulpwood, chips, 
or other major forest products, or rock and other road building materials. 

• Inactive:  A forest road on which commercial hauling is discontinued for one 
or more logging seasons, and the forest landowner desires continuation of 
access for fire control, forest management activities, occasional or incidental 
use for forest products harvesting, or similar activities. 

• Closed:  A road is closed when the following activities have been completed:  
a road is outsloped or water barred, or is left in a condition suitable to control 
erosion.  The ditches are left in a condition suitable to reduce erosion.  
Bridges, culverts, and fills are removed from surface waters.  

Roads are listed numerically.  The road segments are described using mile posts as 
beginning and ending points.  Lengths are given in miles and road width is given in 
feet.  Stream crossings on existing roads can be found in the Road Condition Surveys 
at the Ketchikan-Misty Fiords Ranger District. 

Road terminology has changed since the Draft EIS was published.  Roads previously 
known as "Classified" roads are now "National Forest System" (NFS) roads and are 
referred to as "Selected NFS Road" and "Proposed NFS Road" in the road card legend.  

Note:  Blank pages are left between road cards to facilitate placement of the road card 
map with associated text. 
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Figure A3-1 
Traitors Cove Project Roads to Fire Cove Marine Access Facility 

 
Source:  KMRD GIS 2007 
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Figure A3-2 
Traitors Cove Project Roads to Marguerite Bay Marine Access Facility 

 
Source:  KMRD GIS 2007 
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Figure A3-3 
Traitors Cove Project Roads to Southwest Neets Marine Access Facility 

 
Source:  KMRD GIS 2007 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8000000  MP 32.26 8000000 MP 33.03 = MP 0.00 8060000 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
32.26 0.77mi. Existing Ketchikan C-5 1991  1790-29 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 

Collector Long Term C Rock 14' 15 mph Lowboy  Log truck 
 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
32.26 

EMP 
33.03 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  This segment does not cross any classified streams.  It encroaches upon a Class II riparian 
buffer. 
 
Wetlands:  The road crosses 745 feet of Forested Wetland (FW), and 2,653 feet of Forested Wetland/ Non-
Forested Wetland Mosaic (SEC).  No resource concern. 
 
Erosion Control:  Reconditioning will be completed prior to the implementation of this project. 
 
Rock Pits:  Reconditioning will be completed prior to the implementation of this project. 
 
Resource Information:   

Timber:  One temporary road can be constructed from this road to log a portion of Unit R21.  Temporary 
road will branch approximately .07 mile to the northeast.  Four roadside landings, less than 75 feet in 
diameter, can be constructed to widen existing road in strategic locations for logging Units R21, R26, and 
R27. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Margaret TM 
Route # Route Name Begin Terminus End Terminus 
8000000  MP 22.41 8000000 MP 22.80 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
22.41 0.39mi. Existing Ketchikan C-6 2004  b105_057-059 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Arterial Long Term C Rock 14' 15 mph Lowboy  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
22.41 

EMP 
22.80 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, not requiring reconditioning. 
 
Stream Crossings:  This segment crosses two Class II streams.  It encroaches upon a Class I riparian buffer.  
All existing culverts are functioning. 
 
Wetlands:  The road crosses 151 feet of Scrub-Shrub Evergreen/ Emergent Wetland Mosaic (SES) and 151 feet 
of Forested Wetland/ Forested Non-Wetland Mosaic (FIC).  No resource concern. 
 
Erosion Control:  This is an existing road, not requiring reconditioning. 
 
Rock Pits:  This is an existing road, not requiring reconditioning. 
 
Resource Information:  

Timber:  Road used to access 8040 Road for logging Units F06, F07, F08, F09, F11, F15, F16, F17, 
F18, F19, F20, F21, F22, F23, F31, F32, F33, F34, F35, F36, F37, F40, F45, F49, and F50.  
 
Recreation:  For dust abatement, magnesium chloride should be sprayed on the roads from the 
Margaret Bay MAF to the Margaret Creek Wildlife Observation Site and to the Margaret Creek Bridge.  
These measures only need to be taken from July 15 till September 20.  
 
 



  Appendix 3 

Traitors Cove Timber Sale Record of Decision Road Cards - APPENDIX 3  A3-13 



Appendix 3 

A3-14  APPENDIX 3 - Road Cards  Traitors Cove Timber Sale Record of Decision 

  
 



  Appendix 3 

Traitors Cove Timber Sale Record of Decision Road Cards - APPENDIX 3  A3-15 

 

Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Margaret TM 
Route # Route Name Begin Terminus End Terminus 
8000495  MP 22.80 8000000 MP 0.62 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.62mi. Existing Ketchikan C-6 2004  b105_056 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local Long Term C Rock 14' 15 mph Lowboy  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.62 

Operational Maintenance Level
2 

Objective Maintenance Level 
2  

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, not requiring reconditioning. 
 
Stream Crossings:  This segment crosses one Class II stream.  This culvert currently meets Forest fish passage 
requirements. 
 
Wetlands:  This road crosses 447 feet of Scrub-Shrub Evergreen/ Emergent Wetland Mosaic (SES).  No 
resource concerns. 
 
Erosion Control:  This is an existing road, not requiring reconditioning. 
 
Rock Pits:  This is an existing road, not requiring reconditioning. 
 
Resource Information:   

Timber:  Road used to access 8000000 Road from MAF for logging Units F06, F07, F08, F09, F11, F15, 
F16, F17, F18, F19, F20, F21, F22, F23, F31, F32, F33, F34, F35, F36, F37, F40, F45, F49, and F50.  
 
Recreation:  For dust abatement, magnesium chloride should be sprayed on the roads from the 
Margaret Bay MAF to the Margaret Creek Wildlife Observation Site and to the Margaret Creek Bridge.  
These measures only need to be taken from July 15 till September 20. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8000585  MP 33.13 8000000 MP 0.20 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.20mi. Existing Ketchikan C-5 1991  1790-29 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.20 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  This segment does not cross any streams. 
 
Wetlands:  The road crosses 194 feet of Forested Wetland/ Non-Forested Wetland Mosaic (SEC).  No resource 
concern. 
 
Erosion Control:  Reconditioning will be completed prior to the implementation of this project. 
 
Rock Pits:  Reconditioning will be completed prior to the implementation of this project. 
 
Resource Information:   

Timber:  Road used to access 8000586 Road for logging a portion of Unit R21. 
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d M m ctives 

 

Roa anage ent Obje
 

Project Syste
Traitors Cove EIS Fire C TM 

m Land Use Designation 
ove 

Route # Rou ame ginte N Be  Terminus End Terminus 
8000586 Unit R22 MP 0.20 800 MP 0.63 0585  
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 
0.50 

0.50mi. 
0.13mi. 

Existing 
Proposed Ketchikan C-5, D-5 1991  1790-29 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 

k 14' 10 mph Log truck Log truck 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot roc

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road in storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs.    
 

Maintenance Criteria 

BMP 
0.50 

EMP 
0.63 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Practices Act 
Closed 

 
aintenance Narrative: 

Alaska Forest 

l 

National Forest System ownership 

ncourage:  n/a 
Manage
Strateg orized vehicles including OHVs 
   Prohibit:    n/a 
 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

M
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to contro
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: 

 
Travel    E

ment  Accept: Hikers 
ies  Discourage:  Bicycles and all mot

  Eliminate: n/a 

District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.50 to 0.58 15a 0-40 443 Begin new construction.  18” cmp with 3’ fill at 
MP 0.55. 

0.58 to 0.63 10a 0-30 232 Saddle at MP 0.61.  8% favorable from saddle to 
end of road. 

*a = adverse; f = favorable 
 
Road Location:  First 0.50 mile is an existing road, to be reconditioned prior to implementation of this project.  
On new segment from MP 0.50 to 0.63, road is located on gentle terrain at average 15 percent adverse grade, in 
order to minimize length of road connecting feasible location for intersection with existing road to a saddle, where 
grade becomes 10 percent adverse to access necessary landing in Unit R22.  Grade slackened at landing 
approach.   
 
Stream Crossings:  No bridges, fish streams, or culverts > 48” were noted.  This segment crosses one Class III 
and one Class IV stream.  Both culverts are functioning. 
 
Wetlands:  The existing road crosses no wetlands.  The proposed road crosses 221 feet of Forested Wetland 
(FW).  No practical alternative road location was found that would further minimize impacts upon wetlands (BMP 
12.5).  Use overlay road construction on wetlands and minimize side ditching, where practicable, to minimize the 
effects upon groundwater flow (BMP 14.3).  Provide cross drains where needed to provide for the passage of 
surface water and aquatic organisms (BMP 12.5).  Avoid the placement of fill material or the side-casting of waste 
material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 32.90 on 8000000 Road. 
 
Resource Information:  

Timber:  One temporary road can be constructed from this road to log a portion of Unit R21.  Temporary 
road will branch approximately .07 mile to the west. 
 
Wildlife:  The road that accesses Unit R22 is within 1/2 mile of wintering trumpeter swans.  Timing 
restriction for harvest and roadbuilding activities in this unit is form November 1 through March 31. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Margaret TM 
Route # Route Name Begin Terminus End Terminus 
8040000  MP 22.41 8000000 MP 8.52 

Begin MP Length Status Map Quarter Quad Photo year, roll, photos 

0.00 8.52mi. Existing Ketchikan C-6 

2004:  b105_056-061; 
c103_082-086; b104_027; 
b103_047-049; c102_024-026; 
b102_011-023 

 
General Design Criteria and Elements 

Functional  Service  Traffic Service   Design  Critical  Design 
Class  Life  Level Surface Width Speed  Vehicle  Vehicle 
Arterial  Long Term  C Rock 14' 15 mph  Lowboy  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
8.52 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, scheduled for reconditioning prior to implementation of this project. 
 
Stream Crossings:  This segment crosses three Class I, ten Class II, five Class III, and three Class IV streams.  
Four Class II crossings currently do not meet the Forest fish passage requirements.  All other culverts are 
functioning. 
 
Wetlands:  The road crosses 2,234 feet of Scrub-Shrub Evergreen/ Emergent Wetland Mosaic (SES), 717 feet of 
Forested Wetland/ Forested Non-Wetland Mosaic (FIC), 26,396 feet of Forested Wetland (FW), and 1,273 feet of 
Forested Wetland/ Non-Forested Wetland Mosaic (SEC).  No resource concern. 
 
Erosion Control:  This is an existing road, scheduled for reconditioning prior to implementation of this project. 
 
Rock Pits:  This is an existing road, scheduled for reconditioning prior to implementation of this project. 
 
Resource Information:   

Timber:  Road used to access logging Units F06, F07, F08, F09, F11, F15, F16, F17, F18, F19, F20, 
F21, F22, F23, F31, F32, F33, F34, F35, F36, F37, F40, F45, F49, and F50.  One temporary road can be 
constructed from this road to log a portion of Unit F23.  Temporary road will branch approximately .17 
mile to the east.  Seven roadside landings, less than 75 feet in diameter, can be constructed to widen 
existing road in strategic locations for logging Units F21, F31, F32, F33 and F50.  
 
Wildlife:  Temporary road to log a portion of Unit F23 is within ½ mile of a known bald eagle nest.  Nest 
will be considered active from March 1 to May 31; if nesting is confirmed, active status will be extended 
through August 31.  If blasting is needed for construction of the road, either along the proposed location 
or in a nearby existing rock pit, written coordination with the U.S. Fish and Wildlife Service (USFWS) 
must occur.  Timing restrictions for blasting will apply unless a variance is requested and received from 
the U.S. Fish and Wildlife Service. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Margaret TM 
Route # Route Name Begin Terminus End Terminus 
8040300  MP 4.10  8040000 MP 2.00 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 2.00mi. Existing Ketchikan C-6 2004:  b103_049-052 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 15 mph Lowboy   Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road in storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
2.00 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  This segment has one Class II and one Class III stream crossing.  The one Class II crossing 
currently does not met the Forest fish passage standards. 
 
Wetlands:  The road crosses 7,429 feet of Forested Wetland (FW), and 975 feet of Forested Wetland/ Non-
Forested Wetland Mosaic (SEC).  No resource concern. 
 
Erosion Control:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Rock Pits:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Resource Information:   

Timber:  Road used to access logging Units F06, F07, F08, F09, F11, F16, F17, F18, F19, and F20.  Six 
roadside landings, less than 75 feet in diameter, can be constructed to widen existing road in strategic 
locations for logging Units F06, F07, F11, F16, F19, and F20. 
 
 



  Appendix 3 

Traitors Cove Timber Sale Record of Decision Road Cards - APPENDIX 3  A3-33 

 



Appendix 3 

A3-34  APPENDIX 3 - Road Cards  Traitors Cove Timber Sale Record of Decision 

 
 

 



  Appendix 3 

Traitors Cove Timber Sale Record of Decision Road Cards - APPENDIX 3  A3-35 

Road Management Objectives 

 

 
Project  Land Use Designation 

ve EI rga
System

Traitors Co S Ma ret  TM 
Route # Route Name Begin Terminus End Terminus 
8040305 Units F 8,9 P 1.M 29  8040300 MP 0.40 
Begin MP Length Status oll, photos   Map Quarter Quad Photo year, r
0.00 0.40mi. Proposed Ketchikan C-6 2004; b103_050,_051 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
    Speed Vehicle Vehicle 

 Log truck  Log truck 
Class Life Level Surface Width
Local LI D Shot rock 14' 10 mph

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

Closed 

ol 

ion Criteria 
No  Jurisdiction: National Forest System ownership 

Travel  
Manage
Strateg
 
 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

BMP 
0.00 

EMP 
0.40 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to contr
run-off, re-vegetate exposed soil. 
 

Operat
Highway Safety Act: 

 
  Encourage:  n/a 
ment  Accept: Hikers 
ies  Discourage:  Bicycles and all motorized vehicles including OHVs 
  Prohibit:    n/a 
  Eliminate: n/a 

District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.26 +4a/f 35 1,395 Switchback starts 0+00; max.cut approx. 20 ft.  
Pitches 11%f through switchback, 10%f 12+00 
to 13+95; 50% Forested Wetland 

0.26 to 0.40 15a to 8f 75 300 Full bench segment; No wetlands 

*a = adverse; f = favorable 
 
Road Location:  Road is mostly located on a gently sloped bench at moderate grades with no issues.  However 
there is a 300-ft. full bench segment at the north end, with grades up to 15 percent adverse necessary to access 
required landing locations.  At the south end, the road incorporates a 20-ft. cut in a switchback. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  This road crosses 717 feet of Forested Wetland (FW).  No practical alternative road location was 
found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
and minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  
Provide cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 
12.5).  Avoid the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 1.1 on 8040300 Road. 
 
Resource Information:   

Timber:  Road used to log Units F08 and F09. 
 
Soils:  Slopes over 67 percent include 180 feet at milepost 0.30 to 0.33 and 66 feet between 0.33 and 
0.40.  Full bench/end haul required (BMP 14.7).  Disposal of excess excavation material shall be 
coordinated with and monitored by appropriate resource staff (BMP 14.12). 
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d M m ctives 

 

Roa anage ent Obje
 

ste and Use Designation 
ve EIS arga

Project Sy m L
Traitors Co  M ret  TM 
Route # Ro me gin End Terminus ute Na Be  Terminus 
8040350 Unit 15 MP 5.05  8040000 MP 0.23 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.23mi. Proposed Ketchikan C-6 2004; c102_023 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 

ccess for silvicultural activities.  Put road in storage after timber harvest to minimize wildlife disturbance and A
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.23 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Practices Act 
Closed 

 

Alaska Forest 

aintenance Narrative: 
natural drainage patterns, add water bars as needed to control 

n-off, re-vegetate exposed soil. 

ion Criteria 
Highw y Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel   Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

M
Storage:  remove all drainage structures to restore 
ru
 

Operat
a

 

District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.08 14 f 20 445 80% Forested Wetland 

0.08 to 0.19 18 f 50-80 540 Full bench appr. 245 ft; 30% Forested Wetland 

0.19 to 0.23 2-10 f 20 445 Switchback. 

*a = adverse; f = favorable 
 
Road Location:  Road is mostly located on gentle terrain at moderate grades.  However, 245 ft. of full bench at 
18 percent grade is necessary to access necessary landings. 
 
Stream Crossings:  There are no stream crossings in this road segment. 
 
Wetlands:  This road crosses 566 feet of Forested Wetland (FW).  No practical alternative road location was 
found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
and minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  
Provide cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 
12.5).  Avoid the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 5.80 on 8040 Road. 
 
Resource Information: 

Timber:  Road used to log most of Unit F15. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Margaret  TM 
Route # Route Name Begin Terminus End Terminus 
8040355 Unit F 15L3 MP 0.20  8040350 MP 0.05 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.05mi. Proposed Ketchikan C-6 2004; c102_023 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road in storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.05 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.05 10a 20-60 280 Full bench appr. 125 ft; 50% Forested Wetland 

*a = adverse; f = favorable 
 
Road Location:  Road is located near a ridgetop, with some full bench construction required on steeper ground.  
Moderate adverse grade required to access necessary landing location. 
 
Stream Crossings:  There are no stream crossings in this road segment. 
 
Wetlands:  This road crosses 140 feet of Forested Wetland (FW).  No practical alternative road location was 
found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
and minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  
Provide cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 
12.5).  Avoid the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 5.80 on 8040 Road. 
 
Resource Information:   

Timber:  Road used to log a portion of Unit F15. 
 
Wildlife:  Road is within ½ mile of a known bald eagle nest.  Nest will be considered active from March 1 
to May 31; if nesting is confirmed, active status will be extended through August 31.  If blasting is needed 
for construction of the road, either along the proposed location or in a nearby existing rock pit, written 
coordination with the U.S. Fish and Wildlife Service (USFWS) must occur.  Timing restrictions for blasting 
will apply unless a variance is requested and received from the U.S. Fish and Wildlife Service. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Margaret TM 
Route # Route Name Begin Terminus End Terminus 
8040400  MP 5.80  8040000 MP 0.37 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.37mi. Existing Ketchikan C-6 2004:  c102_019 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 15 mph Lowboy   Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.30 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.  
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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oad Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  The road cro tly does not meet Forest fish 
passage requirements. 

  The road crosses 1,008 feet of Scrub-S rgreen/ Emergent W  200 
feet of Forested Wetland (FW).  No resource conce
 
Erosion Contr xisting road, to be re  impleme ject. 
 
R h  is an existing road  to be recondit entation of this project. 
 
R ce Info   

Timber: an be used to access harves
 

 

 
R

sses one Class II stream.  This crossing curren

 
Wetlands: hrub Eve

rn. 
etland Mosaic (SES) and

ol:  This is an e conditioned prior to ntation of this pro

ock Pits:  T is , ioned prior to implem

esour rmation:
  Road c t Unit F21.  
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Margaret  TM 
Route # Route Name Begin Terminus End Terminus 
8040440  MP 6.18  8040000 MP 0.28 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.28mi. Existing Ketchikan C-6 2004; b102_020 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs.   
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.28 

Operational Maintenance Level 
2  

Objective Maintenance Level 
1  

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This existing roa entation of this project. 
 

tream Crossings:  This segment crosses two Class II streams.  Both crossings currently meet Forest fish 
quirements. 

 
W  crosses 48 feet of Scrub-Shrub Evergreen/ Emergent Wetl Mosaic (SES) and 1,418 feet 
o  We o resource concern. 
 
Erosion Control:  This existing road is scheduled r to implementation of this project. 
 
Rock Pits:  Th g ro ed for rec o implement

urce Information:  
s  n 

n ad in a strategic cation fo  Uni

 

d is scheduled for reconditioning prior to implem

S
passage re

etlands:  The road and 
f Forested tland (FW).  N

for reconditioning prio

is existin ad is schedul onditioning prior t ation of this project. 
 
Reso

Timber:
be co

  Road u
structed to

ed to 
 widen existing ro

log Units F49 and F22.  One roadside landing, less than 75 feet in dia
t F49. 

meter, ca
lo r logging
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Road Management Objectives 
 

Project System Land Use Designation 
ove EIS  Traitors C Margaret TM 

Route Route N# ame nus Begin Termi End Terminus 
8040700  MP 8.52  8040000 MP 1.10 
Begin MP tatus  , photos Length S Map Quarter Quad Photo year, roll
0.00 1.10mi. Existing Ketchikan C-6 2004:  b102_011-013 

 
ral Desig d Elements

al Service Traffi Critical Design 
Class Life L Vehicle Vehicle 

 L

Gene n Criteria an  
Function c Service   Design

evel Surface Width Speed 
Local LI D Shot rock 14' 15 mph Lowboy  og truck 

 
Inte urpo uture Us

ccess for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 

Maintenance Criteria 

BMP 
0.00 

EMP 
1.10 

Operational Maintenanc
2 

tenance Level 
1 

Alaska Forest 
Practices Act 

 
Maintena arrative: 

torage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
ed soil. 

Operation Criteria 
Highway Safety Act: No  Juri st System ownership 

 
T e: 

anagement  Accept: Hikers 
s  s and all motorized vehicles including OHVs 

will be put in storage and access for motorized vehicles will be restricted by 
moving drainage structures from the road.   

pen for Forest Service administrative purposes.  Road 
aintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 

pproved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 
  

nded P se/F e: 
A
reduce maintenance needs. 
 

e Level Objective Main
Closed 

nce N
S
run-off, re-vegetate expos
 

sdiction: National Fore

ravel    Encourag  n/a 
M
Strategie Discourage:  Bicycle
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road 
re
 
Maintenance Level 2:  The road will remain o
m
properly maintained and the road brushed as required.  
 
 
 
 
 
A

District Ranger                                                                        Date 
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oad Location:  This is an existing road, to be reconditioned prior to implementation of this project. 

ossing  road ne C ea g currently does not meet Forest fish 
 requirem

 
he r sses 1,7 et of Wet W)

trol:   is an existing road, to b dit
 

his isting ro o be recon ed p

Timber:  Road used to access logging Units F34, F35, F36, F37, F40, and F45.  Two temporary roads 

ic location for logging Unit F45.  
 

 

 
 
R
 
Stream Cr s:  The

ents. 
 crosses o lass II str m.  This crossin

passage

Wetlands:  T oad cro 22 fe land (F .  No resource concern. 
 
Erosion Con This e recon ioned prior to implementation of this project. 

Rock Pits:  T
 

is an ex ad, t dition rior to implementation of this project. 

Resource Information: 

can be constructed from this road to log Units F40 and unit F45.  Temporary roads will branch 
approximately .15 mile to the northwest.  One roadside landing, less than 75 feet in diameter, can be 
constructed to widen existing road in a strateg
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Margaret  TM 
Route # Route Name Begin Terminus End Terminus 
8040750 Unit F 34 MP 1.00  8040700 MP 0.57 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.57mi. Proposed Ketchikan C-6 2004; b102_013,_014,_015 

 
General Design Criteria and Elements 

Functional Service Traffic Service   
  

'  

Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14 10 mph Log truck Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.57 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.18 2-6a/f 10 970 Cross small beaver pond at 3+94; 24” CMP. 

0.18 to 0.39 8 f 30 1,110 0-
k at 19+00. 

Pitches of 15-16%f at 9+70-12+40 and 19+0
n20+80.  D/S cut ba

0 2 . .39 to 0.57 -14 f 40 975 Full bench appr. 400 ft. 105 ft of 12%a at 29+50

*a = adverse; f = favorable 
 
Road Location:  Route is generally located on gentle be n at moderate grades, except for three short 
pitches of steep grades (250-400  order to ize orporates 
4 ench truction a  little dril
 
Stream Crossings:  One Class III stream crossing.  No b d.  The 

ng. 

r to the northeast.  Use 
ticable, to minimize the effects upon 
 for the passage of surface water 

nto 

 to 
all 

 to harvest Unit F37.  Three 
oad to log Units F34, F35, and F36.  Temporary roads will 
 and southeast.  One roadside landing, less than 75 feet in 

onstructed to widen existing road in a strategic location for logging Unit F34. 

nchy terrai
ft.) in
nd a

 minim
l work. 

the length of road on steep ground.  Road inc

ridges, fish streams, or culverts > 48” were note

00 ft. of full b  cons

one Class III stream crossing is functioni
 
Wetlands:  This road crosses 1,848 feet of Forested Wetland (FW), 430 feet of Scrub Shrub/ Short sedge/ 
Muskeg mosaic, and 57 feet of Emergent Tall Sedge Muskeg (MT).  Avoid Emergent Tall Sedge Muskeg (high-
alue wetland) by entering Unit 36 a minimum of 200 feet farther east or 200 feet farthev

overlay road construction on wetlands and minimize side ditching, where prac
roundwater flow (BMP 14.3).  Provide cross drains where needed to provideg

and aquatic organisms (BMP 12.5).  Avoid the placement of fill material or the side-casting of waste material i
wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction sh
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use rock pit near MP 0.60 on 8040700. 
 
Resource Information:   

Timber:  Road used to log Units F34, F35, F36, and access 8040760 Road
temporary roads can be constructed from this r
branch approximately .24 mile to the northwest
diameter, can be c
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Road Management Objectives 

 

 
Project  Land Use Designation 

ve EIS arga TM 
System

Traitors Co  M ret  
Route # Ro me ginute Na Be  Terminus End Terminus 
8040760 Unit F 37 MP 0.18  8040750 MP 0.94 
Begin MP Length Status    Map Quarter Quad Photo year, roll, photos
0.00 0.94mi. Proposed Ketchikan C-6 2004; b102_013, 014, 015, 016 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
 Vehicle Vehicle Class Life Level Surface Width Speed

Local LI D Shot rock 14' 10 mph Log Truck  Log Truck 
 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and
reduce maintenance needs. 

 

0.00 0.94 2 
evel 

1 
Practices Act 

Closed 

ater bars as needed to control 
n-off, re-vegetate exposed soil. 

Operation Criteria 
National Forest System ownership 

 
Travel   Encourage:  n/a 
Manage ent  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

 
Maintenance Criteria 

BMP EMP Operational Maintenance Level Objective Maintenance L
Alaska Forest 

 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add w
ru
 

Highway Safety Act  : No  Jurisdiction: 

 
m

District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.08 14 f 10-60 425 Full bench approx. 175 ft; 20% Scrub-Shrub/ 
Short Sedge/ Moss Muskeg Mosaic, 80% 
Forested Wetland  

0.08 to 0.20 10 a 25 645 Forested Wetland 

0.20 to 0.38 10 f 25 945 20% Scrub-Shrub/ Short Sedge/ Moss Muskeg 
Mosaic, 80% Forested Wetland  

0.38 to 0.50 8 a 25 400 Intersection w. 765 road at 0.50; Forested 
Wetland 

0.50 to 0.94 10 a 15 2,300 Cross unclassified stream at MP 0.74, then 
follow ridge to landing; 40% Forested Wetland, 
5% Scrub-Shrub/ Short Sedge/ Moss Muskeg 
Mosaic 

*a = adverse; f = favorable 
 
Road Location:  Road generally has an upper-slope location on gentle terrain, with 10 percent adverse grade for 
much of its length.  Full bench construction required on 175 ft. of 50-60 percent slope. 
 
Stream Crossings:  No bridges, fish streams, or culverts > 48” were noted. 
 
Wetlands:  This road crosses 3,107 feet of Forested Wetland (FW) and 505 feet of Scrub Shrub Evergreen/ 
Emergent Wetland/ Moss Muskeg mosaic.  No practical alternative road location was found that would further 
minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands and minimize side 
ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  Provide cross drains 
where needed to provide for the passage of surface water and aquatic organisms (BMP 12.5).  Avoid the 
placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 0.60 on 8040700 Road. 
 
Resource Information:   

Timber:  Road used to log most of Unit F37.  
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  Appendix 3 

Traitors Cove Timber Sale Record of Decision Road Cards - APPENDIX 3  A3-67 

 

Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Margaret  TM 
Route # Route Name Begin Terminus End Terminus 
8040765 Unit F 37 MP 0.50 8040760 MP 0.14 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.14mi. Proposed Ketchikan C-6 2004; c102_023 

 
General Design Criteria and Elements 

unctional    F Service Traffic Service Design Critical Design 
Level Surface Width Speed Vehicle Vehicle 

Local
Class Life 

 LI D Shot rock 14' 10 mph Log truck  Log truck 
 
Intended
Access f s.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce m intenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.14 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

 Purpose/Future Use: 
r silvicultural activitieo
a

District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.07 +5 10 360 Forested Wetland 

0.07 to 0.11 2-10 f 80 240 Full bench appr. 240 ft; 50% Forested Wetland 

0.11 to 0.14 +4 30 135 Landing 3 at MP 0.14; 50% Forested Wetland 

*a = adverse; f = favorable 
 
Road Location:  Route is located on gentle terrain with gentle grades at its beginning and ending.  In the middle 
is a 240-ft. segment of full bench construction on steep ground. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  This road crosses 498 feet of Forested Wetland (FW).  No practical alternative road location was 
found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
and minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  
Provide cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 
12.5).  Avoid the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 0.60 on 8040700 Road. 
 
Resource Information:   

Timber:  Road used to log a portion of Unit F37. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060000 Fire Cove MP 33.03 8000000 MP 5.19 (MAF) 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 5.19mi. Existing Ketchikan D-5 1991  1690-192, 1790-29 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 

Collector Long Term C Rock 14' 15 mph Lowboy  Log truck 
 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
5.19 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  The road crosses ten Class II streams.  Four stream crossings currently do not meet Forest 
fish passage requirements. 
 
Wetlands:  The road crosses 5,771 feet of Forested Wetland (FW), 5,076 feet of Forested Wetland/ Non-
Forested Wetland Mosaic (SEC), 893 feet of Emergent Short Sedge Wetland (EM), and 702 feet of Emergent Tall 
Sedge Muskeg (MT).  No resource concern. 
 
Erosion Control:  This is an existing road, to be reconditioned prior to implementation of this project. 
Because it terminates at the MAF, Oil Pollution Control Measures (BMPs 12.8 and 12.9) will be closely followed.  
MAF Surface Erosion Control Plan (BMPs 14.26 and 14.27) will be followed. 
 
Rock Pits:  This is an existing road, to be reconditioned prior to implementation of this project.  
 
Resource Information:  

Timber:  Road from MAF used to access harvest Units R01, R02, R05, R06, R07, R09, R10, R11, R12, 
R13, R14, R16, R18, R19, R20, R21, R22, R26, and R27.  Eight roadside landings, less than 75 feet in 
diameter, can be constructed to widen existing road in strategic locations for logging Units R01, R02, 
R16, R18, and R19. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060030 Unit R20 MP 0.66 8060000 MP 0.24 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.24mi. Proposed Ketchikan D-5 1991  1790-29 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.24 

Operational Maintenance Level
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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ilepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(

Length 
(Feet) 

Comments 
 
M

%) 
0.00 to 0.04 +/-0 0 .  24” cmp at MP 0.01; 

35% Scrub-Shrub/ Short Sedge/ Moss Muskeg 
trix, 65% Forested 

-20 200 Begin new construction

Ma Wetland 

0 2f 5-45 28 eg at MP 0.04.  18” cmp at MP 0.08 and 
Wetlan

.04 to 0.09 1 5 Musk
MP 0.09; Forested d 

0.09 to 0.13 10-60 20 orested W12a 0 No issues; F etland 

0 0 43 d W.13 to 0.21 +/-0 30-7 0 No issues; Foreste etland 

0.21 to 0.24  13 , large landin and 10a 15-50 0 End road g; Forested Wetl

*a = adverse; f = favorable 
 
R :  c od ate terrain, with a shor nt (10  stee
requi -bench uction.  n affords  lo di
 

tre ssings:  No streams ar rossed by egm

sted Wetland (FW) and 152 feet of Scrub Shrub Evergreen/ 
l alternative road location was found that would further 

inimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands and minimize side 
ditching, where practicable, to minimize the w (BMP 14.3).  Provide cross drains 
where needed to provide for the passage of surface water and aquatic organisms (BMP 12.5).
p n  m mate
 

rosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
ions (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 

ock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially un  vibration may induce mass movements 
(B il ire sit s

pit nea MP 1.6

n:
 u t R18 and Unit R20. 

oad Location Road is lo ated on mostly m er t segme 0 feet) on p terrain 
ring full constr Locatio  access to gical lan ngs. 

S
 

am Cro e c  this road s ent. 

Wetlands:  The road crosses 966 feet of Fore
Emergent Short Sedge/ Moss Muskeg mosaic.  No practica
m

 effects upon groundwater flo
  Avoid the 

laceme t of fill aterial or the side-casting of waste rial into wetlands (BMP 14.19). 

E
standard project specificat
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
R

stable sites where ground
oMP 14.6).  Rock pits w l requ e- pecific erosion c ntrol plans (BMP 14.18). 

 
Use rock r 0 on 8060 Road. 
 
Resource Informatio    

 RoadTimber: sed to log portions of Uni
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060040 Unit R18 MP 0.96 8060000 MP 0.19 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.19mi. Proposed Ketchikan C-5 1991  1790-29 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.19 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.11 15f 27-65 603 Begin new construction.  Road located through 
existing clearcut; 40% Forested Wetland 

0.11 to 0.15 +/-0 5-30 174 Slack grade; 60% Forested Wetland 

0.15 to 0.19 10f 30-40 202 End road, large landing; 15% Forested Wetland 
*a = adverse; f = favorable 
 
Road Location:  Road is located on moderate terrain, with grades up to 15 percent favorable required to access 
logical landing sites. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  The road crosses 375 feet of Forested Wetland (FW).  No practical alternative road location was 
found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
and minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  
Provide cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 
12.5).  Avoid the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 1.60 on 8060 Road. 
 
Resource Information:  

Timber:  Road used to log portion of Unit R18. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060050  MP 1.60 8060000 MP 0.35  
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.35mi. Existing Ketchikan C-5 1991  1790-29 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI C Shot rock 14' 10 mph Log truck Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use.  
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.35 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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oad Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  This segmen
 

etlands:  The road crosses 96 feet of Forested Wetland/ Non-Forested Wetland Mosaic (SEC).  No resource 

 
E ol:  This is an existing road, to be re r to implemen n of this project. 
 
R h d, to be recondit entation of this proje
 
R o   

Timbe d portions of it R20. 

 
R
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W
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r:  Road use  to access Unit R18 and Un
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060055 Unit R18 L4 MP 0.35 8060050 MP 0.43 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.43mi. Proposed Ketchikan C-5 1991  1790-29 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.43 

Operational Maintenance Level
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Ave
Side-

(%) 

 

rage 
slopes 

Length 
(Feet) 

Comments 
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0.12 to 0.18 0-60 332 sed at MP 0.14; 50% Forested 12f Muskeg cros
Wetland 

0.18 to 0.22 20-40 22 0% Fores d 18f 1 No issues; 5 ted Wetlan

0  27  0.26; 1.22 to 0.27 +/-3 0-45 7 36” cmp at MP 0% Forested Wetland 
0.27 to 0.33 49 t at MP 0.33; etland.   +/-5 0-5 8 Spur righ 50% Forested W
0.33 to 0.43 18f  Wetland 20-75 520 No issues; 50% Forested
*a =  favorable
 
Roa   Mo route tra firs n fu ro d  to 
18 p avorable uired to minimize earthw ontr   Ro   a al 

ndi rthwork. 

 930 feet of Forested Wetland (FW).  No practical alternative road location was 
und that would further minimize impacts u se overlay road construction on wetlands 

and minimize side ditching, where practicab on groundwater flow (BMP 14.3).  
Provide cro
1 v  p s ds (

an for road construction and maintenance will be developed according to 

ock Pits:  During periods of high rainfall (as d al specifications), blasting operations will 
be suspended at quarries near potentially un  vibration may induce mass movements 
(B il ire sit s o

d. 

n:
Road u it R18. 

 adverse; f =  

d Location: st of verses moderate terrain, except for t 450 ft. o ll bench g un .  Pitches
ercent f
ngs with minimal ea

 req ork and to access c ol points. ad located to ccess logic
la
 
Stream Crossings:  No streams are crossed by this road segment. 
 

etlands:  The road crossesW
fo pon wetlands (BMP 12.5).  U

le, to minimize the effects up
ss drain

oid the
s where needed to provide for the passa

lacement of fill material or the side-ca
ge of surface water and aquatic o

ting of waste material into wetlan
rganisms (BMP 
BMP 14.19). 2.5).  A

 
Erosion Control:  An erosion control pl
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
R efined in current region

stable sites where ground
MP 14.6).  Rock pits w l requ e- pecific erosion c ntrol plans (BMP 14.18). 

 
Use existing rock pit near MP 1.60 on 8060 Roa
 
Resource Informatio  

Timber:  sed to log a portion of Un
 
 



  Appendix 3 

Traitors Cove Timber Sale Record of Decision Road Cards - APPENDIX 3  A3-89 



Appendix 3 

A3-90  APPENDIX 3 - Road Cards  Traitors Cove Timber Sale Record of Decision 

 
 

 



  Appendix 3 

Traitors Cove Timber Sale Record of Decision Road Cards - APPENDIX 3  A3-91 

 

Road Management Objectives 
 

Project System Land Use Designation 
Traitors  Fire Cove TM  EIS
Route # Route Name rminus Begin Te End Terminus 
8060056 Unit R 18L2 60055 .08 MP 0.26 80 MP 0
Begin MP tatus d , photos Length S Map Quarter Qua Photo year, roll
0.00 0.08mi. Proposed 0-29 Ketchikan C-5 1991  179

 
eral Desig d Elements

Functional Service Traffic Service   Design Critical Design 
Class Life Vehicle Vehicle 

ot rock 4'  k 

Gen n Criteria an  

Level Surface Width Speed 
Local LI D Sh 1 10 mph Log truck Log truc

 
I u  Use: 

i vities.  P oad into stor er timb arve imi dist d 

ce Criteria 

BMP EMP Operational Maintenan intenance Level 
Alaska Forest 

 
na arrative: 

age structures to restore natural drainage patterns, add water bars as needed to control 

ration Criteria 
Highway Safety Act: No  Juri est System ownership 

 
e: 

will be put in storage and access for motorized vehicles will be restricted by 

rotect the resources accessed by the road, with all drainage structures 
roperly maintained and the road brushed as required.  

pproved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 
  

ntended P
ccess for s

rpose/Future
lvicultural actiA ut r age aft er h st to min ze wildlife urbance an

reduce maintenance needs. 
 

Maintenan

0.00 0.08 
ce Level Objective Ma

2 1 
Practices Act 

Closed 

Mainte nce N
Storage:  remove all drain
run-off, re-vegetate exposed soil. 
 

Ope
sdiction: National For

Travel    Encourag  n/a 
Management  Accept: Hikers 

ge:  Strategies  Discoura Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 

 :  Eliminate  n/a 
 

ravel Management Narrative: T
 

aintenance Level 1:  The road M
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 

aintenance will be scheduled to pm
p
 
 
 
 
 
A

District Ranger                                                                        Date 
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ilepost 
iles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 
 
M
(M

0.00 to 0.04 +/-5 0-25 200 Begin new construction.  18” cmp at MP 0.01; 
30% Moss Muskeg 

0.04 to 0.08 18f 20-35 230 End road at landing 2; 20% Forested Wetland 

*a = adverse; f = favorable 

tream Crossings:  No streams are crossed by this road segment. 

etlands:  The road crosses 45 feet of Forested Wetland (FW) and 60 feet of Moss Muskeg.  No practical 
.5).  Use overlay 

ad construction on wetlands and minimize side ditching, where practicable, to minimize the effects upon 
4.3).  Provide cross drains where needed to provide for the passage of surface water 

and aqu to 
wetland
 
Erosion cording to 
tandard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 

be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 1.60 on 8060 Road. 
 
Resource Information: 

Timber:  Road used to log a portion of Unit R18. 
 
 

 
Road Location:  Road was located on gentle terrain to access necessary landing. 
 
S
 
W
alternative road location was found that would further minimize impacts upon wetlands (BMP 12
ro
groundwater flow (BMP 1

atic organisms (BMP 12.5).  Avoid the placement of fill material or the side-casting of waste material in
s (BMP 14.19). 

 Control:  An erosion control plan for road construction and maintenance will be developed ac
s
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060057 Unit R20 L3 MP 0.33 8060055 MP 0.17 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.17mi. Proposed Ketchikan D-5 1991  1790-29 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.17 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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iles) (%)* Side-slopes (Feet) 

 
 
Milepost Grade Average Length Comments 
(M

(%) 
0.00 to 0.17 12f 0-65 900 Road located in muskeg MP 0.13 – 0.15.  End 

road at landing 3; 65% Forested Wetland, 35% 
Moss Muskeg 

*a = adverse; f = favorable 

and (FW) and 312 feet of Moss Muskeg (MP).  No 
ctica rther minimize impacts upon wetlands (BMP 12.5).  Use 

verlay road construction on wetlands and minimize side ditching, where practicable, to minimize the effects upon 
roundwater flow (BMP 14.3).  Provide cross drains where needed to provide for the passage of surface water 

and aquatic organisms (BMP 12.5).  Avoid the placement of fill material or the side-casting of waste material into 
wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use rock pit near MP 1.60 on 8060 Road. 
 
Resource Information: 

Timber:  Road used to log portions of Unit R18 and Unit R20. 
 
 
 

 
Road Location:  Route located on moderate terrain to access necessary landing. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  The wetland crosses 580 feet of Forested Wetl

l alternative road location was found that would fupra
o
g
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Road Management Objectives 

 

 
Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060200  MP 3.21 8060000 MP 2.80  
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 2.80mi. Existing Ketchikan D-5 1991  1690-164 

 
General Design Criteria and Elements 

Functio
Clas

Collector rm C Rock 14' 15 mph Lowboy  Log truck 

nal Service Traffic Service   Design Critical Design 
s Life Level Surface Width Speed Vehicle Vehicle 

 Long Te
 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
2.80 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  This road crosses one Class II stream and six Class III streams.  All crossings are currently 
functioning. 
  
Wetlands:  The road crosses 467 feet of Scrub-Shrub Evergreen/ Emergent Wetland Mosaic (SES), 4,802 feet of 
Forested Wetland (FW), 214 feet of Alpine Dwarf Evergreen/ Alpine Shrub mosaic, and 1,095 feet of Emergent 
Short Sedge Wetland (EM).  No resource concern. 
 
Erosion Control:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Rock Pits:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Resource Information: 

Timber:  Road used to access harvest Units R05, R06, R07, R09, R10, R11, R12, R13, R14.  Three 
temporary roads can be constructed from this road to log Unit R13.  Temporary roads will branch 
approximately .21 mile to the northwest.  Nine roadside landings, less than 75 feet in diameter, can be 
constructed to widen existing road in strategic locations for logging Units R11, R12, and R14. 
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Road Management Objectives 
 

Project 
 

System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060210  MP 0.26 8060200 MP 0.55 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.55mi. Existing Ketchikan D-5 1991  1690-192 

 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck Log truck 

General Design Criteria and Elements 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
1.20 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures and temporary bridge from the road.  
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  The road crosses one Class II stream.  This crossing currently meets Forest fish passage 
requirements. 
 
Wetlands:  The road crosses 1,319 feet of Forested Wetland/ Non-Forested Wetland Mosaic (SEC).  No 
resource concern. 
 
Erosion Control:  This is an existing road, to be reconditioned prior to implementation of this project.  
 
Rock Pits:  This is an existing road, to be reconditioned prior to implementation of this project.  
 
Resource Information: 

Timber:  Road used to log a portion of Unit R2. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060220  MP 0.36 8060200 MP 1.20 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 1.20mi. Existing Ketchikan D-5 1991:  1690-192 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 

Collector LI C Shot rock 14' 15 mph Lowboy   Log truck 
 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
1.20 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  This segment has two Class III stream crossings.  Both crossings are currently functioning. 
 
Wetlands:  The road crosses 742 feet of Forested Wetland (FW) and 209 feet of Forested Wetland/ Non-
Forested Wetland Mosaic (SEC).  No resource concern. 
 
Erosion Control:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Rock Pits:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Resource Information:  

Timber:  Road used to access harvest Units R02, R05, R06, R07, R09, and R10.  One roadside landing, 
less than 75 feet in diameter, can be constructed to widen existing road in a strategic location for logging 
Unit R09. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060224 Unit R09/10 MP 1.10 8060220 MP 0.19 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.19mi Existing Ketchikan D-5 1991  1690-164 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs.   
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.19 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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oad Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  The route do
 

etlands:  The road crosses no wetlands. 

Erosion Control:  This is an existing road, to be re e r to impleme
 
R h  road, to be recondit mentation
 
R nfo

e d  a portion of U .  One r 5 feet 
in diam  be  to widen e  strategic loca nit R10. 
 

 

 
R

es not cross any classified streams. 

W
 

condition d prio ntation of this project. 

ock Pits:  T is is an existing ioned prior to imple  of this project. 

esource I rmation:  
Timb r:  Road use  to a log nit R09 and Unit R10 oadside landing, less than 7

eter, can  constructed xisting road in a tion for logging U
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060225 Unit R05 MP 0.35 8060220 MP 0.17 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.17mi. Proposed Ketchikan D-5 1991  1690-164 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities. Close road after timber harvest to minimize wildlife disturbance and reduce 
maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.17 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be closed by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Ave
Side-

(%) 

 

rage 
slopes 

Length 
(Feet) 

Comments 

0.00 to 0.05 +/-2 0-10 27 gin new constructio
eg/non-merch. timber type.  Spur left at MP 

. 

4 Be
mu

n.  Road begins in 
sk

0.05

0.09 to 0.13 10-35 40 e to saddle.  Location at edge of 
P 0.12 

12a 3 12% advers
muskeg at M

0  21 e landin.13 to 0.17 +/-4 0-10 8 End road, larg g. 

*a
 

 = adverse; f = favorable 

Road Lo   Ro te ades to reach logical landing 
lo
 
Stre ssings:  A Class III stream is crossed at the very beginning d.  sh or 
ulvert

cation:
cations. 

ute loca d on gentle terrain, employing gentle to moderate gr

am Cro
s 

of the roa No bridges, fi  streams, 
c > 48” were noted on the route, although it en s on a ss II st m buffer at the start.  End 

of road where encroachment occurs, 

ize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
nd minimize side ditching, where practicab on groundwater flow (BMP 14.3).  

Provide cross drains where needed to prov e water and aquatic or
12.5).  Avoid the placemen s ds (
 

 l:  An erosion control plan for road construction and maintenance will be developed according to 
ons (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 

 rainfall (as defined in current regional specifications), blasting operations will 
e suspended at quarries near potentially unstable n may induce mass movements 

(BMP 14.6).  Rock pits will require site-specifi MP 14.18). 
 

se existing rock pit near MP 0.37 on Road 8060220 (approximately 4,000 cy). 

tion:
 u

croache Cla rea
hauling is required on the section 
 
Wetlands:  The road crosses 489 feet of Forested Wetland (FW).  No practical alternative road location was 
ound that would further minimf

a le, to minimize the effects up
ide for the passage of surfac ganisms (BMP 

BMP 14.19). t of fill material or the side-ca ting of waste material into wetlan

E
s

rosion Contro
tandard project specificati

be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high
b sites where ground vibratio

c erosion control plans (B

U
 
Resource Informa  

Timber:  Road sed to log a portion of Unit R05. 
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Road Management Objectives 
 

Project System Land Use Designation 
ove EIS  Traitors C Fire Cove TM 

Route # Route N ame inus Begin Term End Terminus 
8060226 Unit R05 MP 0.05 8060225 MP 0.06 
Begin MP    Length Status Map Quarter Quad Photo year, roll, photos
0.00 0.06mi. Proposed Ketchikan D-5 1991  1690-164 

 
ral Desig d Elements

Functional Service Tr Critical Design 
    

 

Gene n Criteria an  
affic Service   Design

Level Surface Width Speed Class
Local

Life
LI 

Vehicle
Log truc

Vehicle
Log truc D Shot rock 14' 10 mph k k 

 
Inten rpose/F re Use: 

ccess for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.06 

Operational Maintenanc
2 

tenance Level 
1 

Alaska Forest 
Practices Act 

 
Maintena arrative: 

torage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
ed soil. 

Operation Criteria 
Highway Safety Act: No  Juri est System ownership 

 
T e: 

anagement  Accept: Hikers 
s  s and all motorized vehicles including OHVs 

Travel Management Narrative: 

will be put in storage and access for motorized vehicles will be restricted by 
moving drainage structures from the road.   

pen for Forest Service administrative purposes.  Road 
aintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 

pproved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 
  

ded Pu utu
A
reduce maintenance needs. 
 

e Level Objective Main
Closed 

nce N
S
run-off, re-vegetate expos
 

sdiction: National For

ravel    Encourag  n/a 
M
Strategie Discourage:  Bicycle
   Prohibit:    n/a 
   Eliminate: n/a 
 

 
Maintenance Level 1:  The road 
re
 
Maintenance Level 2:  The road will remain o
m
properly maintained and the road brushed as required.  
 
 
 
 
 
A

District Ranger                                                                        Date 
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ilepost 

(Miles) 
Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

 

M

0.00 to 0.06 No issues. 15f 25 330 

*a = adverse;
 

 f = favorable 

 Steep grade (15 pe cated on 
. 

sings: reams are crossed by this road segment. 

s 151 feet of Forested Wetland (FW).  No practical alternative road location was 

 where needed to provide for the passage of surface water and aquatic organisms (BMP 
al into wetlands (BMP 14.19). 

ill require site-specific erosion control plans (BMP 14.18). 

Road Location:
gentle terrain

rcent favorable) necessary to reach required landing.  Route lo

 
Stream Cros   No st
 

etlands:  The road crosseW
found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
and minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  
Provide cross drains
12.5).  Avoid the placement of fill material or the side-casting of waste materi
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits w
 
Use existing rock pit near MP 0.37 on Road 8060220 (approximately 4,000 cy). 
 
Resource Information: 

Timber:  Road used to log a portion of Unit R05. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060227 Unit R07 MP 0.46 8060220 MP 0.67 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.67mi. Ketchikan D-5 1991  1690-164 Proposed 

 

  

S 1  

General Design Criteria and Elements 
affic Service   DesignFunctional 

Class 
Service 

Life 
Tr

Level 
Critical
Vehicle 

Design
Vehicle Surface 

hot rock 
Width
14' 

Speed 
Local LI D 0 mph Log truck Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

BMP EMP Operational Maintenance Level Objective Maintenance Level 

a arrative: 
torage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 

run-off, re-vegetate exposed soil. 

Operation Criteria 
Highway Safety Act: No  Juri est System ownership 

 
Travel    Encourage: 

ement   
s and all motorized vehicles including OHVs 

will be put in storage and access for motorized vehicles will be restricted by 

pen for Forest Service administrative purposes.  Road 
aintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 

Maintenance Criteria 

0.00 0.67 
nce N

2 1 

Alaska Forest 
Practices Act 

Closed 
Mainten
S

 

sdiction: National For

 n/a 
Manag Accept: Hikers
Strategie Discourage:  Bicycles  
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain o
m
properly maintained and the road brushed as required.  
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.10 12a 10-35 510 Begin new construction.  36” cmp for stream 
crossing at MP 0.04; Forested Wetland 

0.10 to 0.14 6a 5-20 235 Landing 4 at MP 0.11.  Landing 3 at MP 0.14; 
Forested Wetland 

0.14 to 0.19 6a 20-40 275 18” cmp at MP 0.16.  Spur left at MP 0.17; 
Forested Wetland 

0.19 to 0.27 10a 35-50 380 18” cmp at MP 0.22.  Drill and shoot at MP 0.25; 
Forested Wetland 

0.27 to 0.32 12a 0-80 265 Swampy area in saddle at MP 0.28.  Spur right 
at MP 0.28.  18” cmp at MP 0.30; Forested 
Wetland 

0.32 to 0.36 12a 30-130 250 Full bench section.  Drill and shoot required.  
End haul.  Edge of existing clearcut at MP 0.36; 
Non-Wetland 

0.36 to 0.49 12a 5-90 680 18” cmp required at MP 0.37, MP 0.41, and MP 
0.43.  Possible rock source (approximately 
2500cy) at MP 0.41.  Edge of existing clearcut at 
MP 0.46; 60% Forested Wetland 

0.49 to 0.58 +/-4 5-35 470 Cross muskeg from MP 0.51 to MP 0.55.  
Landing 3 75’ right at MP 0.58; 25% Moss 
Muskeg, 75% Forested Wetland 

0.58 to 0.64 8a 15-85 300 Large bench at MP 0.61, possibly move landing 
3 to this location; Non-wetland 

0.64 to 0.66 8a 45-85 105 Full bench/ end haul segment; Non-wetland 
0.66 to 0.67 8a 5-20 85 Large landing; Non-Wetland 

*a = adverse; f = favorable 
 

averses gentle to moderate terrain, employing moderate grades to gain logical landings 
and oth
 
Stream Crossings:  There is one Class IV stream crossing near start of road. 
 
Wetlan ergent 
Short S  No practical alternative road location was found that would 
further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands and minimize 
side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  Provide cross drains 
where needed to provide for the passage of surface water and aquatic organisms (BMP 12.5).  Avoid the 
placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5, 14.12).  All areas of organic or mineral soil exposed during 
construction shall be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Potential rock pit (approximately 2,500 cy) noted at MP 0.41.  Use existing rock pit near MP 0.37 on Road 
8060220. 
 
 
 

Road Location:  Route tr
er control points.  Some full bench required on steep terrain. 

ds:  The road crosses 2,601 feet of Forested Wetland and 176 feet of Scrub Shrub Evergreen/ Em
edge/ Moss Muskeg mosaic (BMP 12.5). 
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Resource Information:   

Timber:  Road used to log Unit R06 and a portion of Unit R07. 
 
Botany:  A large population (an estimated 400 individuals) of the state-designated imperiled species 
Platanthera orbiculata (round-leaf orchid) exists along the southwest border of the unit (along the edge of 
1995 clearcut).  The proposed road will destroy approximately 10 percent of this population.  
 
Soils:  Slopes over 67 percent include 198 feet at milepost 0.32 to 0.36 (below short rock cliff).  Full 
bench/end haul required (BMP 14.7).  Disposal of excess excavation material shall be coordinated with 
and monitored by appropriate resource staff (BMP 14.12). 
 
Wildlife:  Road is within ½ mile of a known bald eagle nest.  Nest will be considered active from March 1 
to May 31; if nesting is confirmed, active status will be extended through August 31.  If blasting is needed 
for construction of the road, either along the proposed location or in a nearby existing rock pit, written 
coordination with the U.S. Fish and Wildlife Service (USFWS) must occur.  Timing restrictions for blasting 
will apply unless a variance is requested and received from the U.S. Fish and Wildlife Service. 
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Road Management Objectives 
 

Project stem Land Use Designation 
ve EIS re Cove TM 

Sy
Traitors Co  Fi
Route # Route Name Begin Terminus End Terminus 
8060228 Unit R 7 L2 P 0.M 28 8060227 MP 0.06 
Begin MP Length Status ap Q  M uarter Quad Photo year, roll, photos 
0.00 0.06mi. Proposed etchK ikan D-5 1991  1690-164 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log Truck  Log Truck

 
Intended Purpose/Future Use: 

ccess for silvicultural activities.  Put road into storage after timber haA rvest to minimize wildlife disturbance and 

aintenance Narrative: 
 

Operation Criteria 

 Hikers 
 

     n/a 

 
Travel Management 
 
Mainten
removin
 

inten   Road 
aintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 

properly maintained and the road brushed as required.  

Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 
  

reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.06 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
M
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control
run-off, re-vegetate exposed soil. 
 

Highway Safety Act: No  Jurisdiction: National Forest System ownership 
 
Travel    Encourage:  n/a 
Management  Accept:
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs
  Prohibit:
   Eliminate: n/a 

Narrative: 

ance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
g drainage structures from the road.   

ance Level 2:  The road will remain open for Forest Service administrative purposes.Ma
m

 
 
 
 
 

District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.06 +4 40 310 No issues; 95% Forested Wetland 

*a = adverse; f = favorable 
 
Road Location:  Gentle grade on gentle terrain to access logical landing. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  The road crosses 291 feet of Forested Wetland (FW).  No practical alternative road location was 
found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
and minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  
Provide cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 
12.5).  Avoid the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 0.37 on Road 8060220. 
 
Resource Information:   

Timber:  Road used to log a portion of Unit R07. 
 
Wildlife:  Road is within ½ mile of a known bald eagle nest.  Nest will be considered active from March 1 
to May 31; if nesting is confirmed, active status will be extended through August 31.  If blasting is needed 
for construction of the road, either along the proposed location or in a nearby existing rock pit, written 
coordination with the U.S. Fish and Wildlife Service must occur.  Timing restrictions for blasting will apply 
unless a variance is requested and received from the U.S. Fish and Wildlife Service. 
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 Managem tives 

 

Road ent Objec
 

Project stem Land Use Designation 
Traitors Cove EIS Fire Cove TM 

Sy

Route # Route Name Begin Terminus End Terminus 
8060229 Unit  1.06 8060220 MP 0.13 R09 MP
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.13 Prop tchikan D-5 1991  1690-164 mi. osed Ke

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Level Surface Width Speed Vehicle Vehicle 

Local LI D Shot rock 14' 10 mph Log truck  Log truck 
Class Life 

 
tended Purpose/Future Use: 

Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
duce maintenance needs. 

 
Maintenance Criteria 

BMP 
0.00 

EMP 
0.13 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 

aintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 

ement  Accept: Hikers 
trategies  Discourage:  Bicycles and all motorized vehicles including OHVs 

   n/a 
 
 
Travel M
 
Mainten
removin
 

intenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
aintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 

properly maintained and the road brushed as required.  

 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

In

re

M

Manag
S

 Prohibit:   
  Eliminate: n/a 

anagement Narrative: 

ance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
g drainage structures from the road.   

Ma
m

 

District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.03 +/-4 0-10 157 Begin new construction; 50% Moss Muskeg, 
50% Forested Wetland 

0.03 to 0.07 13f 5-15 196 75’ radius curve; Forested Wetland 

0.07 to 0.13 18f 5-70 343 Landing 1 75’ left of MP 0.10; 25% Forested 
Wetland  

*a = adverse; f = favorable 
 
Road Location:  Route is located on moderate terrain, with a pitch of 18 percent favorable grade needed to gain 
a required landing. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  The road crosses 348 feet of Forested Wetland (FW) and 79 feet of Moss Muskeg (MP).  No practical 
alternative road location was found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay 
road construction on wetlands and minimize side ditching, where practicable, to minimize the effects upon 
groundwater flow (BMP 14.3).  Provide cross drains where needed to provide for the passage of surface water 
and aquatic organisms (BMP 12.5).  Avoid the placement of fill material or the side-casting of waste material into 
wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use rock pit near MP 1.4 on Road 8060220. 
 
Resource Information: 

Timber:  Road used to log a portion of Unit R09. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060235 Unit R10 MP 0.00 8060235 MP 0.24 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 
0.13 

0.13 
0.11mi. 

Existing 
Proposed Ketchikan D-5 1991  1690-164 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs.   
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.24 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.13 to 0.17 5a 40-80 222 Begin new construction.  Shallow soil at MP 
0.03; 50% Forested Wetland 

0.17 to 0.21 10a 25-100 187 Full bench section; 20% Forested Wetland 

0.21 to 0.24 8a 15-35 186 End road, large landing; 50% Forested Wetland 

*a = adverse; f = favorable 
 
Road Location:  First 0.13 mile is an existing road, to be reconditioned as part of the timber sale.  On new 
segment from MPs 0.13 to 0.24, route employs moderate grades to minimize earthwork and rock work, and to 
access necessary landing.  Terrain is moderate to steep, with 50 ft. of full bench.  Rock may be rippable. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  Existing road crosses 240 feet of Forested Wetland (FW) and 370 feet of Scrub-Shrub Evergreen/ 
Emergent Wetland mosaic (SES).  No resource concern.  Proposed road crosses 224 feet of Forested Wetland 
(FW).  No practical alternative road location was found that would further minimize impacts upon wetlands (BMP 
12.5).  Use overlay road construction on wetlands and minimize side ditching, where practicable, to minimize the 
effects upon groundwater flow (BMP 14.3).  Provide cross drains where needed to provide for the passage of 
surface water and aquatic organisms (BMP 12.5).  Avoid the placement of fill material or the side-casting of waste 
material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use existing rock pit near MP 0.00 of Road 8060235 (approximately 4,000 cy). 
 
Resource Information: 

Timber:  One temporary road can be constructed from this road to log a portion of Unit R10.  Temporary 
road will branch approximately .07 mile to the northwest.  
 
Soils:  Slopes over 67 percent include 59 feet at milepost 0.18 to 0.20.  Full bench/end haul required 
(BMP 14.7).  Disposal of excess excavation material shall be coordinated with and monitored by 
appropriate resource staff (BMP 14.12). 
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Road Management Objectives 

 

 
Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060360 Unit R2 MP 4.00 8060000 MP 0.43 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 
0.17 

0.17mi. 
0.26mi. 

Existing 
Proposed Ketchikan D-5 1991  1690-192 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs.   
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.43 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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ilepost Grade 
(%)* 

Average 
Side-slopes 

(

Length 
(Feet) 

Comments M
(Miles) 

%) 
0.17 to 0.22 17f 5 .  18% favorable grade 

required to reach ridgetop; 50% Forested 
d 

-30 245 Begin new construction

Wetlan
0.22 to 0.39 f 5-35 900 rve/switchback to tie into ridgeto ; 

20% Forested Wetland
15 80’ cu p location

 
0.39 to 0.43 7f 5-55 198 MP 0.24 possible t-spu ad, 

wetland 
r right.  End of ro

landing; Non-
*a  f le 
 

ocation: xisting road, to be reconditioned prior to impleme ct.  
n new segment from MP 0.17 rthwork and to gain ridgetop 

and necessary landing r

Stream Crossings:  No streams are crossed by this road segment. 
 
We :  The existing road crosses 267 feet of Forested Wetland and 442 feet of Forested Wetland/ Non-

rce concern.  The proposed road crosses 332 feet of Forested Wetland.  No 
was found that would further minimize impacts upon wetlands (BMP 12.5).  Use 

overlay road construction on wetlands and minimize side ditching, where practicable, to minimize the effects upon 
roundwater flow (BMP 14.3).  Provide cross drains where needed to provide for the passage of surface water 
nd aquatic organisms (BMP 12.5).  Avoid the placement of fill material or the side-casting of waste material into 

wetlands (BMP 14.19). 
 
E  l: nstru eveloped according to 
standard t specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 

ve species if possible) and fertilized (BMP 12.17, 14.8). 

ly unstable sites where ground vibration may induce mass movements 
MP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 

 
N re d along t ock pit near MP 4.0 on 8060 Road. 
 

 Information:
Timber: Road used to log a portion of Unit R2. 

d n bald eagle nest.  Nest will be considered active from March 1 
tatus will be extended through August 31.  If blasting is needed 

for construction of the roa g the proposed location or in a nearby existing rock pit, written 
. Fish and Wildlife Service must occur.  Timing restrictions for blasting will apply 
sted and received from the U.S. Fish and Wildlife Service. 

 

 

 = adverse;  = favorab

R
O

oad L   First 0.17 mile is an e ntation of this proje
to 0.43, some steep grades required to minimize ea
ate terrain. s.  Mode

 

tlands
Forested Wetland mosaic.  No resou
practical alternative road location 

g
a

rosion Contro  An erosion control plan for road co ction and maintenance will be d
projec

be grass seeded (with nati
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potential
(B

o potential rock pits we  note his road.  Use r

Resource    

 
aWildlife:  Ro is within ½ mile of a know

to May 31; if nesting is confirmed, active s
d, either alon

coordination with the U.S
unless a variance is reque
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS Fire Cove TM 
Route # Route Name Begin Terminus End Terminus 
8060370 Unit R1 MP 4.24 8060000 MP 0.17 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.17mi. Proposed Ketchikan D-5 1991  1690-192 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put roads into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.17 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Av
Side

(%) 

 

erage 
-slopes 

Length 
(Feet) 

Comments 

0.00 to 0.06 18f 10 – 55 34 gin new constructio
quired to reach ben

Shrub/ Short Sedge/ M  Muskeg mosaic, 50% 
Forested Wetland 

2 Be
re

n.  18% favorable grade 
ch on ridge; 12% Scrub-

oss

0.06 to 0.11 5-8 5-35 22 avorable P 0.11 right spur; 
35% Forested Wetland 

1 End of 18% f  grade.  M

0.11 to 0.15 18f 25-50 21 de required to MP 0.16 
ocation; Non-

1 18% gra
landing l

 reach Landing 1.  
wetland 

0.15 to 0.17 10f 5-45 136 End of road, landing located to northwest; Non-
wetland  

*a se; f = able 
 

tion: ated  moderat th so teep favorable gra ss ry 

tream Crossings:  No streams are crossed by this road segment. 

Wetlands:  The road crosses 214 feet of Forested Wetland (FW) and 40 feet of Scrub Shrub Evergreen/ 
Emergent Short Sedge/ M actica oun her 
m e s u erla nd 

, practicable, to minimize the effects upon groundwater flow (BMP 14.3).  Provide c ns 
here needed to provide for the passage of surface water and aquatic organisms (BMP 12.5).  Avoid the 

 construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas xposed during construction shall 
be grass seeded (with native species if possi 2.17, 14.8). 
 

s of high rainfall (as d nt regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 

pits w  site-s  rock pit near MP 

Timber: Road use

wn bald eagle nest.  Nest will be considered active from March 1 
d 

unless a variance is requested and received from the U.S. Fish and Wildlife Service. 
 

 = adver  favor

Road Loca   Route loc  on e terrain, wi me s des nece a to gain 
benches and landing locations. 
 
S
 

oss Muskeg mosaic.  No pr
pon wetlands (BMP 12.5).  Use ov

l alternative road location was f
y road construction on wetlands a

d that would furt
minimize side inimiz  impact

d
w

itching where ross drai

placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road

of organic or mineral soil e
ble) and fertilized (BMP 1

Rock Pits:  During period efined in curre

(BMP 14.6).  Rock ill require pecific erosion control plans (BMP 14.18).  Use existing
4.0 on 8060 Road. 
 
Resource Information:  

d to log a portion of Unit R1. 
 
Wildlife:  Road is within ½ mile of a kno
to May 31; if nesting is confirmed, active status will be extended through August 31.  If blasting is neede
for construction of the road, either along the proposed location or in a nearby existing rock pit, written 
coordination with the U.S. Fish and Wildlife Service must occur.  Timing restrictions for blasting will apply 
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Road Management Objectives 
 

Project System Land Use Designation 
ove EIS  Traitors C SW Neets TM 

Route # Route N ame inus Begin Term End Terminus 
8060500  MP 0.00  8060500 MP 5.08 
Begin MP    Length Status Map Quarter Quad Photo year, roll, photos
0.00 5.08mi. Existing Ketchikan C-6 1991  1690-39, 40 

 
eral Design Criteria and Elements

al Service Traffic Critical Design 
   Vehicle 

 15 mph   Log truck 

Gen  
Function  Service   Design

evel Surface Width Speed Class
Collector 

Life
LI 

L
C 

Vehicle
Lowboy Shot rock 14'

 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 

Maintenance Criteria 

BMP 
0.00 

EMP 
5.08 

Operational Maintenance Level 
2 

Objective Maintenance Level 
Alaska Forest 
Practices Act 

Inactive 
 

aintenance Narrative: 
 facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 

Operation Criteria 
Highway Safety Act: No  Juri est System ownership 

 
ravel    Encourage:  n/a 

Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
ge:  

 
ravel Management Narrative: 

aintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
 

 

pproved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 
  

 

2 

M
Road will be maintained to
structures will be serviced, and the road brushed. 
 

sdiction: National For

T

Strategies  Discoura n/a 
   Prohibit:    n/a 
   Eliminate: n/a 

T
 
M
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained
and the road brushed as required. 
 
 
 
 

 
 
 
 
A

District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 

Stream Crossings:  No Class I, II, or III stream crossings. 

Wetlands:  The road crosses 12,318 feet of Forested Wetland (FW), 4,902 feet of Forested Wetland/ Non-
orested Wetland Mosaic (SEC), and 337 feet of Forested Wetland/ Forested Non-Wetland mosaic (FIW).  No 

rosion Control:  This is an existing road, to be reconditioned prior to implementation of this project. 
 

ock Pits:  This is an existing road, to be reconditioned prior to implementation of this project. 

esource Information:   
Timber:  Road from MAF used to access harvest Units S03, S04, S06, S10, S14, S16, S15, and S19.  

existing road in 
strategic locations for logging Units S1, S16, and S19. 

 

 

 

 

F
resource concern. 
 
E

R
 
R

Three roadside landings, less than 75 feet in diameter, can be constructed to widen 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060530 Unit S03 L2  MP 1.89  8060500 MP 0.16 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00   0.16 mi. 1991  1690-40 Proposed Ketchikan C-6 

 
General Design Criteria and Elements 

Functional Service T   D Critical 
Life L S Width S Vehicle 

D Shot 14 10 mph Log truck 

raffic Service esign Design 
Class evel urface peed Vehicle 
Local LI rock '  Log truck 

 

Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
duce maintenance needs. 

 
Maintenance Criteria 

BMP 
0.00 

EMP 
0.16 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Practices Act 
Closed 

atural drainage patterns, add water bars as needed to control 
n-off, re-vegetate exposed soil. 

 
n Criteria 

Highway Safety Act: No  Jurisdiction: National Forest System ownership 

Travel    Encourage:  n/a 
rs 

all motorized vehicles including OHVs 

  Eliminate: n/a 

ravel Management Narrative: 

he road.   
 

aintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
aintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
roperly maintained and the road brushed as required.  

Intended Purpose/Future Use: 

re

Alaska Forest 

 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore n
ru

Operatio

 

Management  Accept: Hike
Strategies  Discourage:  Bicycles and 
   Prohibit:    n/a 
 
 
T
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from t

M
m
p
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
iles) 

Grade 
(%)* 

Average 
Side-slopes 

Length 
(Feet) 

Comments 
 

(M
(%) 

0.00 to 0.06 10f 0-35 305 Begin new construction.  Road located on edge of 
muskeg from MP 0.01 to MP 0.02.  Landing 2 
located at MP 0.06; Forested Wetland 

0.06 to 0.16 +/-10 0-35 560 No issues, road located on ridge top.  End roa
landing 3; 90% Forested Wetland 

d at 

*a = adverse; f = favorable 

Road Location:  Route employs moderate grades to reach a ridgetop location on gentle terrain. 

treams are crossed by this road segment. 

Wetlan
found th
and minimi  where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  
Provide cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 
12.5).  Avoid the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use rock pit near MP 2.00 on Road 8060500. 
 
Resource Information: 

Timber:  Road used to log a portion of Unit S03. 
 

 

 
Stream Crossings:  No s
 

ds:  The road crosses 831 feet of Forested Wetlands (FW).  No practical alternative road location was 
at would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 

ze side ditching,
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Road Management Objectives 

 

 
Project  Land Use Designation 

ve EIS  Ne
System

Traitors Co SW ets TM 
Route # Route Name Begin Terminus End Terminus 
8060535 Unit S03 L1  MP 1.8 MP 0.08 8  8060500 
Begin MP Leng Statu Map Qth s uarter Quad Photo year, roll, photos 
0.00  0.08mi. Proposed Ketchikan C-6    1991  1690-40 

 
al Des rit

Functional Service Traffic Service   Design Critical Design 
Life L Su   

Local LI D Shot rock  truck 

Gener ign C eria and Elements 
  

Class  evel rface Width Speed Vehicle Vehicle
14' 10 mph Log truck  Log

 
Intended Purpose/Future Use: 

a 
Alaska Forest 

ol 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
ravel    Encourage:  n/a 

 access for motorized vehicles will be restricted by 
removin
 
Mainten
mainten
properly
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteri

BMP 
0.00 

EMP 
0.08 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Practices Act 
Closed 

 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to contr
run-off, re-vegetate exposed soil. 
 

T
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 

  Eliminate: n/a  
 

ravel Management Narrative: T
 
Maintenance Level 1:  The road will be put in storage and

g drainage structures from the road.   

ance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
ance will be scheduled to protect the resources accessed by the road, with all drainage structures 
 maintained and the road brushed as required.  

District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.06 10f 10-60 296 Begin new construction.  Trucks must turn around 
at intersection approximately 300’ farther along 
mainline; Forested Wetland 

0.06 to 0.08 5f 10-22 109 36” cmp at MP 0.07.  End road, large landing; 
50% Forested Wetland 

*a = adverse; f = favorable 
 
Road Location:  Route employs moderate grades on moderate terrain. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  The road crosses 354 feet of Forested Wetland.  No practical alternative road location was found that 
would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands and 
minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  Provide 
cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 12.5).  Avoid 
the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use rock pit near MP 2.00 on Road 8060500. 
 
Resource Information:  

Timber:  Road used to log a portion of Unit S03. 
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 M m tives 

 

Road anage ent Objec
 

tem  Use Designation 
ve EIS  Ne

Project Sys  Land
Traitors Co  SW ets TM 
Route # Route Nam e Begin End Terminus Terminus 
8060540  MP 1.95  8060500 MP 0.97 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.97mi. Existing Ketchikan C-6 1991 1690-40, 41 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle

Collector LI C Shot rock 14' 15 mph Lowboy   Log truck 
 

 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.97 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 

oad will be maintained to facilitate travel by pickup R truck at 15 mph.  All culverts, ditches, and drainage 
, and the road brushed. 

Operation Criteria 
Highw

 
Travel  
Manage ent  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

structures will be serviced
 

ay Safety Act: No  Jurisdiction: National Forest System ownership 

  Encourage:  n/a 
m

District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  This segment has three Class II stream crossings and one Class III stream crossing.  Two 
crossings currently do not meet Forest fish passage requirements. 
 
Wetlands:  The road crosses 3,692 feet of Forested Wetland (FW), 583 feet of Forested Wetland/ Non-Forested 
Wetland Mosaic (SEC), 2,626 feet of Forested Wetland/ Forested Non-Wetland mosaic (FI), and 866 feet of 
Emergent Short Sedge Wetland (EM).  No resource concern. 
 
Erosion Control:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Rock Pits:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Resource Information:  

Timber:  Road used to access harvest Units S04 and S06.  Two roadside landings, less than 75 feet in 
diameter, can be constructed to widen existing road in strategic locations for logging Unit S04. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060541  MP 0.52  8060540 MP 0.35 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.35mi. Existing Ketchikan C-6 1991 1690-40 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI C Shot rock 14' 15 mph Lowboy   Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.   

Maintenance Criteria 

BMP 
0.00 

EMP 
0.35 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  This segment has no crossings of classified streams. 
 
Wetlands:  The road crosses 1,516 feet of Forested Wetland (FW), and 349 feet of Scrub-Shrub Evergreen/ 
Emergent Wetland Mosaic (SES).  No resource concern. 
 
Erosion Control:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Rock Pits:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Resource Information:  

Timber:  Road used to access 80600543 and 8060549 roads for logging Unit S14. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060542 Unit S16 L3A  MP 2.11  8060500 MP 0.55 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.55mi. Existing Ketchikan C-6 1991  1690-40 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI C Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use.    
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.55 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed.   
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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oad Location:  This is an existing road, to be reconditioned prior to implementation of this project.   
 
Stream Crossings:  The route do
 

etlands:  The road crosses 1,003 feet of Forested Wetland (FW), and 1,150 feet of Forested Wetland/ Non-
etland Mosaic (SEC).  No resource con

 
E is is an existing road, to be re  prior to implemen n of this project. 
 
R h g road, to be recondit entation of this proje
 
U ear MP 2.00 o 060500. 
 

formation:  
Timber:  Road used to S16.  One roadside landing, 

eet a cation for logging 
S16. 

 

 
R

es not cross any classified streams. 

W
Forested W cern. 

rosion Control:  Th conditioned tatio

ock Pits:  T is is an existin ioned prior to implem ct. 

se rock pit n n Road 8

Resource In
access 8060549 Road for logging a portion of Unit 
eter, can be constructed to iden existing road in less than 75 f

Unit 
 in diam w  strategic lo
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060543 Unit 14—L48060543 MP 0.35  8060541 MP 0.20 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.20mi. Proposed Ketchikan C-6 1991  1690-10 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.20 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Av
Side

(%) 

erage 
-slopes 

Length 
(Feet) 

Comments 

0.00 to 0.06 8f 0-15 299 Moss Muskeg location from MP 0.00 to MP 0.03, 
mainder is Scrub-S

keg mosaic 
re hrub/ Short Sedge/ Moss 
Mus

0.06 to 0.12 0-15 31 all Sedge from MP 
.11, rema crub-Shrub/ Short 
 Muskeg pur right to 
P 0.11.

4f 7 Emergent T  Muskeg located 
0.09 to MP 0
Sedge/ Moss

inder is S
 mosaic. S

landing 1 at M  
0.12 to 0.14 20-35 14 ll bench at MP 0.14; 25% Forested 

Wetland 
15f 9 Begin fu

0.14 to 0.20 15f te from MP 0.16 to MP 
0.19.  Roa t land n-wetla

60-100 315 Rock bluff just above rou
d ends a ing 4; No nd 

*a se; f rable 
 

tion: ute traverses 0.05 mile of muskeg near art.  Steep grade re to gain ne
ull bench on steep terrain. 

d segment. 

Wetlands:  Road as laid out crosses 110 fe uskeg, 180 feet of Mo
fe c ru ske  W
Emergen ed  ente eet f se 

 ro nstruction on wetla  and minimize side ditching, where practicable, to minimize s upon 
3).  Provide cross drains where needed to provide for the passage of surface water 

rial into 

rosion Control:  An erosion control plan fo aintenance will be developed according to 
standard project specifications (BMP 14.5).  A eral soil exposed during construction shall 
b t pecies if p rti
 

:  Duri g perio fined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 

 w ic erosion control plans (BMP 14.18). 

Timber:  Road used to log a portion of Unit S14. 

74 percent slope).  Full bench/end haul required (BMP 14.7).  Disposal of 
excess excavation material shall be coordinated with and monitored by appropriate resource staff (BMP 
14.12). 

 = adver = favo

Road Loca   Ro the st quired cessary 
landing location, including some f
 

tream Crossings:  No streams are crossed by this roaS
 

et of Emergent Tall Sedge M ss muskeg, 256 
etland.  Avoid 
art .  U

et of S rub Sh
t Tall S

b/ Emergent Short Sedge/ Moss Mu
ge Muskeg (high-value wetland) by

g mosaic, and 35 feet of Forested
ring the unit a minimum of 200 f her south

the effecto
g

verlay ad co nds
roundwater flow (BMP 14.

and aquatic organisms (BMP 12.5).  Avoid the placement of fill material or the side-casting of waste mate
wetlands (BMP 14.19). 
 
E r road construction and m

ll areas of organic or min
e grass seeded (with na ive s ossible) and fe lized (BMP 12.17, 14.8). 

Rock Pits n ds of high rainfall (as de

(BMP 14.6).  Rock pits ill require site-specif
 
Use rock pit near MP 2.00 on Road 8060500. 
 
Resource Information: 

 
Soils:  Slopes over 67 percent include 60 feet at milepost 0.06 to 0.07 (short 70 percent slope) and 94 
feet at 0.092 to 0.11 (short 



  Appendix 3 

Traitors Cove Timber Sale Record of Decision Road Cards - APPENDIX 3  A3-173 



Appendix 3 

A3-174  APPENDIX 3 - Road Cards  Traitors Cove Timber Sale Record of Decision 

 
 

 



  Appendix 3 

Traitors Cove Timber Sale Record of Decision Road Cards - APPENDIX 3  A3-175 

 

Road Management Objectives 
 

Project System Land Use Designation 
ove EIS  Traitors C SW Neets TM 

Route # Route N ame inus Begin Term End Terminus 
8060546 Unit S16 L3A  MP 0.55  8060542 MP 0.55 
Begin MP    Length Status Map Quarter Quad Photo year, roll, photos
0.00 0.55mi. Proposed 0 Ketchikan C-6 1991  1690-4

 
General Design Criteria and Elements

Functional Service Traffic Critical Design 
    

Shot rock   

 
 Service   Design 
vel Surface Width Speed Class

Local
Life
LI 

Le
D 

Vehicle
Log truc

Vehicle
Log truck 14' 10 mph k  

 
Int Purpo uture Use

ccess for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.55 

Operational Maintenan
2 

intenance Level 
1 

Alaska Forest 
Practices Act 

 
Maintena arrative: 

torage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
ed soil. 

Operation Criteria 
Highway Safety Act: No  Juri est System ownership 

 
T e:  

anagement  Accept: Hikers 
s  s and all motorized vehicles including OHVs 

   Prohibit:    n/a 

 

 
will be put in storage and access for motorized vehicles will be restricted by 

removing drainage structures from the road.   

pen for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 

 

 
pproved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

ended se/F : 
A
reduce maintenance needs. 
 

ce Level Objective Ma
Closed 

nce N
S
run-off, re-vegetate expos
 

sdiction: National For

ravel    Encourag n/a 
M
Strategie Discourage:  Bicycle

   Eliminate: n/a 

Travel Management Narrative: 

Maintenance Level 1:  The road 

 
Maintenance Level 2:  The road will remain o

properly maintained and the road brushed as required.  
 
 

 

A

District Ranger                                                                        Date 
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ilepost 
iles) 

Grade 
(%)* 

Average 
Side-slopes 

Length 
(Feet) 

Comments 
 
M
(M

(%) 
0.00 to 0.23 16-18f 10-40 D/S at 7+70; Non-wetland 1,205 

0.23 to 0.55 50 1,720 10a Full bench appr. 275 ft. D/S at 17+80; 30% 
Forested Wetland 

*a = adverse; f = favorable 
 
Road Location:  R equires steep grade to ecessary landing location, with some full bench terrain. 
 
Stream Crossings:  No streams are crossed by this road segment. 

undwater flow (BMP 14.3).  
rovide cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 

12.5).  Avoid the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 

trol:  An erosion control plan for road construction and maintenance will be developed according to 
tandard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 

be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 

se rock pit near MP 2.00 on Road 8060500. 
 
Resource Information: 

Timber:  Road used to log a portion of Unit S16. 
 
Soils:  Slopes over 67 percent include 60 feet between mileposts 0.13 and 0.15, 285 feet at 0.30 to 0.36, 
and 69 feet at 0.47 to 0.48.  Full bench/end haul required (BMP 14.7).  Disposal of excess excavation 
material shall be coordinated with and monitored by appropriate resource staff (BMP 14.12). 
 

oute r access n

 
Wetlands:  The road crosses 657 feet of Forested Wetland (FW).  No practical alternative road location was 
found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
and minimize side ditching, where practicable, to minimize the effects upon gro
P

Erosion Con
s

 
U
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Road Management Objectives 

 

 
Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060547 Unit S19  MP 3.55  8060500 MP 0.20 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.20mi. Proposed Ketchikan C-6 1991  1690-40 

 
General Design Criteria and Elements 

Functional Service T   Design 
Level Surface 

D Shot  

raffic Service Design Critical 
Class Life Width Speed Vehicle Vehicle 
Local LI rock 14' 10 mph Log truck Log truck 

 
Intended Purpose/Future Use: 

ter timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

0.00 0.20 
Operational Maintenance Level 

2 
Objective Maintenance Level 

1 

Alaska Forest 
Pr ct 

Closed 

 natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
e:  

Management  Accept: Hikers 
all motorized vehicles including OHVs 

   Prohibit:    n/a 
  Eliminate: n/a 

ravel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   

aintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
aintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 

properly maintained and the road brushed as required.  

 

Access for silvicultural activities.  Put road into storage af

BMP EMP actices A

 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore

 Criteria 

Travel    Encourag n/a 

Strategies  Discourage:  Bicycles and 

 
 
T

 
M
m

 

 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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ilepost Grade Side-slopes Length 

 
 

M
(Miles) (%)* (%) (Feet) Comments 

Average 

0.00 to 0.05 8f 30 255 Non-wetland 

0.05 to 0.10 12f 50-80 295 Full bench appr. 180 ft. Non-wetland 

0.10 to 0.20 10f 65 850 Full bench appr. 440 ft. Non-wetland 

*a = adverse; f = favorable 

tion:  Route incorporates moderate grades.  Traverses some steep 50-80 percent ground, requiring 
6.2 sta., to access necessary landings. 

Stream Crossings:  No streams are crossed by this road segment. 
 
Wetland
 
Erosion Con  and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 

e grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use rock pit near MP 3.70 on Road 8060500. 
 
Resource Information: 

Timber:  Road used to log most of Unit S19.  One temporary road can be constructed from this road to 
log a portion of Unit S19.  Temporary road will branch approximately .04 mile to the east.  
 
Soils:  Slopes over 67 percent include 723 feet between milepost 0.05 and 0.20 (70 percent slope).  Full 
bench/end haul required (BMP 14.7).  Disposal of excess excavation material shall be coordinated with 
and monitored by appropriate resource staff (BMP 14.12). 
 

 
oad LocaR

full bench construction for 
 

s:  The road crosses no wetlands. 

trol:  An erosion control plan for road construction

b
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Road Management Objectives 

 

 
Project  Land Use Designation 
Traitors Cove EIS  Ne

System
SW ets TM 

Route # Route Name Begin  End Terminus Terminus
8060548 Unit S14—L1   0.11  8060543 MP 0.11 MP
Begin MP Lengt Status p Q oto year, roll, photos h Ma uarter Quad Ph
0.00 0.11mi. Proposed Ketchikan C-6 1991  1690-10 

 
General Design Criteria and Elements 

unctional ServiceF  Traffic Service   Design Critical Design 
Speed Vehicle Vehicle Class Life Level Surface Width

Local LI D Shot rock 14' 10 mph Log truck  Log truck 
 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and
reduce maintenance needs. 
 

 

 Level Objective Maintenance Level Practices Act 

ars as needed to control 

Highway Safety Act: No  Jurisdiction: National Forest System ownership 

Travel    Encourage:  n/a 
ccept: Hikers 

Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 

ravel Management Narrative: 

aintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  

Maintenance Criteria 

BMP EMP Operational Maintenance
Alaska Forest 

0.00 0.11 2 1 Closed 
 
Maintenance Narrative: 

torage:  remove all drainage structures to restore natural drainage patterns, add water bS
run-off, re-vegetate exposed soil. 
 

Operation Criteria 

 

Management  A

T
 
M

District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.04 15f 5-75 220 20% Emergent Tall Sedge Muskeg, 10% Forested 
Wetland 

0.04 to 0.11   387 Road has full bench segments from MP 0.06 to 
MP 0.07 and MP 0.10 to MP 0.11.  Road ends at 
Landing 1; Non-wetland 

*a = adverse; f = favorable 
 
Road Location:  Road requires some steep grades to minimize length across steep terrain to gain necessary 
landing.  It includes 0.04 mile of full bench construction. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  The road as laid out crosses 66 feet of Emergent Tall Sedge Muskeg and 55 feet of Forested 
Wetland.  Avoid Emergent Tall Sedge Muskeg (high-value wetland) by entering the unit a minimum of 200 feet 
farther south.  Use overlay road construction on wetlands and minimize side ditching, where practicable, to 
minimize the effects upon groundwater flow (BMP 14.3).  Provide cross drains where needed to provide for the 
passage of surface water and aquatic organisms (BMP 12.5).  Avoid the placement of fill material or the side-
casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use rock pit near MP 2.00 on Road 8060500. 
 
Resource Information: 

Timber:  Road used to log a portion of Unit S14. 
 
Soils:  Slopes over 67 percent include 144 feet at milepost 0.06 to 0.11 (rock outcrop >90 percent slope, 
short length).  Full bench/end haul required (BMP 14.7).  Disposal of excess excavation material shall be 
coordinated with and monitored by appropriate resource staff (BMP 14.12). 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060549 Unit S16 L4  MP 1.01  8060542 MP 0.07 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.07mi. Proposed Ketchikan C-6 1991  1690-40 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.07 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.07 18f 15-30 355 Forested Wetland 

*a = adverse; f = favorable 
 
Road Location:  Route employs steep grade on gentle terrain to access necessary landing location. 
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  The road crosses 330 feet of Forested Wetland.  No practical alternative road location was found that 
would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands and 
minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  Provide 
cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 12.5).  Avoid 
the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Use rock pit near MP 2.00 on Road 8060500. 
 
Resource Information: 

Timber:  Road used to log a portion of Unit S16.  Four temporary roads can be constructed from this 
road to log portions of Unit S16.  Temporary roads will branch approximately 0.12 mile to the northwest 
and southeast. 
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Road Management Objectives 
 

 
Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060550  MP 0.97  8060540 MP 0.67 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.67mi. Existing Ketchikan C-6 1991 1690-40, 41 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 

Collector LI C Shot rock 14' 15 mph Lowboy   Log truck 
 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.97 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Stream Crossings:  This segment has three Class II stream crossings and one Class III stream crossing.  All the 
culverts currently meet Forest fish passage requirements. 
 
Wetlands:  The road crosses 3,419 feet of Forested Wetland (FW).  No resource concern. 
 
Erosion Control:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Rock Pits:  This is an existing road, to be reconditioned prior to implementation of this project. 
 
Resource Information:  

Timber:  Road used to access harvest Units S04 and S06.  One roadside landing, less than 75 feet in 
diameter, can be constructed to widen existing road in a strategic location for logging Unit S04. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060553 Unit S06  MP 1.57  8060540 MP 0.21 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.21mi. Proposed Ketchikan C-6 1991  1690-10 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.21 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.12 5-10f 10-40 635 60”-diameter-equivalent fish-passable structure 
required at MP 0.12 to cross Class 2 stream; 35% 
Scrub-Shrub/ Short Sedge/ Moss muskeg mosaic, 
30% Forested Wetland 

0.12 to 0.21 18 f 10-50 500 Steep grade required to access landing; 50% 
Forested Wetland 

*a = adverse; f = favorable 
 
Road Location:  Route initially employs moderate grades to cross moderate terrain to gain optimum crossing site 
on fish stream, then steep grade required to gain necessary landing location. 
 
Stream Crossings:  One Class II stream crossing proposed, at sta. 6+35, requiring 60”-diameter-equivalent fish 
passable structure.  Road location, design, and construction will prioritize stream and fisheries protection (BMPs 
14.2, 14.5, 14.14, 14.17, 14.8). 
 
Wetlands:  The road crosses 220 feet of Scrub-Shrub/ Short Sedge/ Moss muskeg mosaic and 440 feet of 
Forested Wetland.  No practical alternative road location was found that would further minimize impacts upon 
wetlands (BMP 12.5).  Use overlay road construction on wetlands and minimize side ditching, where practicable, 
to minimize the effects upon groundwater flow (BMP 14.3).  Provide cross drains where needed to provide for the 
passage of surface water and aquatic organisms (BMP 12.5).  Avoid the placement of fill material or the side-
casting of waste material into wetlands (BMP 14.19). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
No potential rock pits were noted along road.  Use rock pit near MP 1.10 on Road 8060540. 
 
Resource Information:   

Botany: A population (single individual) of the state-designated imperiled species Platanthera orbiculata 
(round-leaf orchid) exists near Road 8060553.  Between the muskeg and the creek, the road was 
realigned to avoid the population.  No effect to the population is expected 
 
Timber:  Road used to log Unit S06. 
 
Wildlife:  Road is within ½ mile of a known bald eagle nest.  Nest will be considered active from March 1 
to May 31; if nesting is confirmed, active status will be extended through August 31.  If blasting is needed 
for construction of the road, either along the proposed location or in a nearby existing rock pit, written 
coordination with the U.S. Fish and Wildlife Service must occur.  Timing restrictions for blasting will apply 
unless a variance is requested and received from the U.S. Fish and Wildlife Service. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060570  MP 5.08  8060500 MP 0.15 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.15mi. Existing Ketchikan C-5 1991 1690-40 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI C Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities and administrative use. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.15 

Operational Maintenance Level 
2 

Objective Maintenance Level 
2 

Alaska Forest 
Practices Act 

Inactive 
 
Maintenance Narrative: 
Road will be maintained to facilitate travel by pickup truck at 15 mph.  All culverts, ditches, and drainage 
structures will be serviced, and the road brushed. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers, bicyclists, high-clearance vehicles and OHVs. 
Strategies  Discourage:  n/a 
   Prohibit:    n/a 
   Eliminate: n/a 
 
Travel Management Narrative: 
 
Maintenance Level 2:  Road will remain open for Forest Service administrative purposes.  Road maintenance 
will be scheduled to protect the resources accessed by the road, with all drainage structures properly maintained 
and the road brushed as required. 
 
 
 
 
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 
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Road Location:  This is an existing road, to be reconditioned before implementation of this project.   
 
Stream Crossings:  There are no stream crossings on this road segment. 
 
Wetlands:  The road crosses 403 feet of Forested Wetland/ Non-Forested Wetland Mosaic (SEC), and 729 feet 
of Forested Wetland/ Forested Non-Wetland mosaic (FIW).  No resource concern. 
 
Erosion Control:  This is an existing road, to be reconditioned before implementation of this project.   
 
Rock Pits:  This is an existing road, to be reconditioned before implementation of this project.   
 
Resource Information:  

Timber:  Road used to access 8060575 Road for logging Unit S10. 
 
Scenery Concern:  Impacts viewed from Traitors Cove should be kept to a minimum. 
Mitigation:  A proposed rockpit on Road 8060570 should be located to incorporate the standing timber 
below the road as a visual screen. 
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Road Management Objectives 
 

Project System Land Use Designation 
Traitors Cove EIS SW Neets TM 
Route # Route Name Begin Terminus End Terminus 
8060575 Unit S10 MP 0.15  8060570 MP 0.36 
Begin MP Length Status Map Quarter Quad Photo year, roll, photos 
0.00 0.36mi. Proposed Ketchikan C-5 1991 1690-40 

 
General Design Criteria and Elements 

Functional Service Traffic Service   Design Critical Design 
Class Life Level Surface Width Speed Vehicle Vehicle 
Local LI D Shot rock 14' 10 mph Log truck  Log truck 

 
Intended Purpose/Future Use: 
Access for silvicultural activities.  Put road into storage after timber harvest to minimize wildlife disturbance and 
reduce maintenance needs. 
 

Maintenance Criteria 

BMP 
0.00 

EMP 
0.36 

Operational Maintenance Level 
2 

Objective Maintenance Level 
1 

Alaska Forest 
Practices Act 

Closed 
 
Maintenance Narrative: 
Storage:  remove all drainage structures to restore natural drainage patterns, add water bars as needed to control 
run-off, re-vegetate exposed soil. 
 

Operation Criteria 
Highway Safety Act: No  Jurisdiction: National Forest System ownership 

 
Travel    Encourage:  n/a 
Management  Accept: Hikers 
Strategies  Discourage:  Bicycles and all motorized vehicles including OHVs 
   Prohibit:    n/a 
   Eliminate: n/a 
    
Travel Management Narrative: 
 
Maintenance Level 1:  The road will be put in storage and access for motorized vehicles will be restricted by 
removing drainage structures from the road.   
 
Maintenance Level 2:  The road will remain open for Forest Service administrative purposes.  Road 
maintenance will be scheduled to protect the resources accessed by the road, with all drainage structures 
properly maintained and the road brushed as required.  
 
 
 
 
 
Approved:                   /s/ Lynn D. Kolund                                                        April 2, 2007 

  
District Ranger                                                                        Date 

 
 



Appendix 3 

A3-204  APPENDIX 3 - Road Cards  Traitors Cove Timber Sale Record of Decision 

 
 
Milepost 
(Miles) 

Grade 
(%)* 

Average 
Side-slopes 

(%) 

Length 
(Feet) 

Comments 

0.00 to 0.14    740 D/S approx 300 ft. (on entire road); 40% Forested 
Wetland 

0.14 to 0.19 12f 20-50 250 Full bench appr. 250 ft; Non-wetland 
0.19 to 0.36   930 40% Forested Wetland 

*a = adverse; f = favorable 
 
Road Location:  Route traverses moderate terrain with moderate grades, except for 2.5 sta. of full bench on 
steep terrain.   
 
Stream Crossings:  No streams are crossed by this road segment. 
 
Wetlands:  The road crosses 651 feet of Forested Wetland (FW).  No practical alternative road location was 
found that would further minimize impacts upon wetlands (BMP 12.5).  Use overlay road construction on wetlands 
and minimize side ditching, where practicable, to minimize the effects upon groundwater flow (BMP 14.3).  
Provide cross drains where needed to provide for the passage of surface water and aquatic organisms (BMP 
12.5).  Avoid the placement of fill material or the side-casting of waste material into wetlands (BMP 14.19). 
 
Soils:  Slopes over 67 percent include 120 feet between milepost 0.15 and 0.20 (bedrock faces >120 percent 
slope) (BMP 14.7 and 14.12). 
 
Erosion Control:  An erosion control plan for road construction and maintenance will be developed according to 
standard project specifications (BMP 14.5).  All areas of organic or mineral soil exposed during construction shall 
be grass seeded (with native species if possible) and fertilized (BMP 12.17, 14.8). 
 
Rock Pits:  During periods of high rainfall (as defined in current regional specifications), blasting operations will 
be suspended at quarries near potentially unstable sites where ground vibration may induce mass movements 
(BMP 14.6).  Rock pits will require site-specific erosion control plans (BMP 14.18). 
 
Propose to develop rock pit near MP 0.00.  Screen from view of Traitors Cove. 
 
Resource Information:  

Timber:  Road used to log most of Unit S10.  One temporary road can be constructed from this road to 
log a portion of Unit S10.  Temporary road will branch approximately .06 mile to the east.  
 
Scenery:  Visual concern, gravel pit. 
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