Compliance with STD 2-

Vehicle Cleaning.
151.01 Description

Add the following at the end of the last sentence:

“Work also includes cleaning of all equipment used at the project site.  Clean all construction equipment prior to entry on the project site.   Remove all dirt, plant parts and material that may carry noxious weed seeds into the area.  Only construction equipment inspected by the Forest Service will be allowed to operate within the project area.  Treat subsequent move-ins of equipment the same as the initial move-in.  Clean truck beds and dump boxes hauling to the project site prior to entering the work area.”

Construction Equipment Washing
Description

171.01  This work consists of washing and treating construction equipment to remove seeds, plants, and plant fragments from the equipment before the equipment is used on  National Forest System  lands.

Material

171.02 Conform to the following Subsection:


Water



725.01

Construction Requirements

171.03  General . Notify the CO in writing at least 15 days before moving any construction equipment onto National Forest System lands. Construction equipment does not include cars, pickup trucks, and other vehicles that regularly travel between the construction site and areas outside of National Forest System lands. 

Perform all work at a location designated on the plans or other locations approved in writing.  Provide the CO with an opportunity to monitor the washing and inspection. 

171.04 Equipment.  Use a high pressure washing system. 

For work on National Forest System lands, use a washing system that traps all wash water and either stores it for removal from National Forest System lands or recycles the water for continued use. If the equipment recycles the water, provide adequate filters for seed removal. Dispose of the filter material and removed seeds in an approved manner. Do not mix soaps, detergents, or other chemicals with the wash water.

For work at a commercial washing facility, use an approved facility.

171.05
  Washing.  Wash the sides, tops, and undercarriages of all construction equipment. Remove all seeds, plants, plant fragments, dirt, and debris from the construction equipment. 

171.06  Inspection.  Inspect the washed construction equipment, including the undercarriage, to ensure that the washing removed the dirt, debris, and seeds from the construction equipment. Rewash the construction equipment as necessary or as directed.

171.07  Acceptance.  Weed prevention will be evaluated under Subsection 106.02.

Measurement

171.08  Do not measure weed prevention for payment.

Payment

171.09 Include all costs associated with the Section 171-Weed Prevention in the unit price for Section 151-Mobilization.
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