2 TUBE PARABOLIC TYPE LUMINARE
APPROVED FOR RECESSED MOUNTING

THE LUMINARE SHALL BE COMMERCIAL TYPE WITH CODE GAUGE MULTIPLE-DIE FORMED COLD ROLLED STEEL HOUSING. COVER PLATE FOR DUCT OPENING PROVIDED.

LOUVER ASSEMBLY TO BE PROVIDED WITH SELF-ALIGNING SPRING LOADED TRIGGER LATCHES AND HEAVY GAUGE STEEL HINGES WHICH ALLOW HINGING FROM EITHER SIDE. PAINTED METAL PARTS ARE PRIMED WITH A COATING OF IRON PHOSPHATE, THE RECESS AREA IS PAINTED, BAKED MATTE BLACK ENAMEL, LOUVERS ARE TO BE PRE-ANODIZED SEMI-SPECULAR ALUMINUM.

THE COEFFICIENT OF UTILIZATION SHALL NOT BE LESS THAN .38 BASED ON A CEILING REFLECTANCE OF 80 PERCENT, WALL REFLECTANCE OF 30 PERCENT, FLOOR REFLECTANCE OF 20 PERCENT, AND A ROOM CAVITY RATIO OF 5.

BALLAST SHALL BE ENERGY SAVING, HPF, ETL, 430MA WITH U.L. AND C.B.M. LABELS. VOLTAGE TO BE SHOWN ON DRAWINGS. FIXTURE TO BE GLOBE CAT. NO ALP8242-4R-12 OR APPROVED EQUAL.