

Mechanic with Service Truck
[SF-1449, Table of Contents, and most of Section B deleted in abbreviated version]
SECTION B

The intent of this solicitation is to obtain the services of a Mechanic with a Service Truck as defined in this solicitation, for local, Regional, and Nationwide fire suppression and all-hazard incidents.

[Section C deleted in abbreviated version]

D.1 SCOPE OF AGREEMENT

The intent of this solicitation and any resultant Agreement is to obtain the services of Mechanics with Service Trucks for use on a local, Regional and Nationwide basis. The Contractor is responsible for all equipment, materials, supplies, transportation, lodging, trained/certified personnel, and supervision and management of those personnel, necessary to meet or exceed the Agreement specifications. The resources may be used in fire suppression and all-hazard incidents. The Incident Commander or responsible Government Representative is authorized to administer the technical aspects of this agreement.

D.2 EQUIPMENT REQUIREMENTS

Equipment shall meet all standards established by specification or incorporated by reference and shall be maintained in good repair by the Contractor.

D.2.1 Contractor provided equipment:
All service trucks must not exceed the manufacturer's GVWR and GAWR when fully equipped.

Type 1 - Heavy Construction/Logging Equipment (dozer, grader, excavator)
1. Hydraulic pressure Testing kit
2. Charging/Starting System Analyzer
3. Code Reader
4. Arc welder - min. 225 amp with air arc capability and industry acceptable repair electrodes
5. Oxy/Acetylene torch set with appropriate cutting and welding tips
6. Air Compressor - Minimum of 120 PSI at 20 cfm with tank and appropriate accessories
7. 1/2, 3/4, & 1 inch drive impact wrenches and impact sockets to 3"
8. Hand tool set to accomplish normal field repairs on heavy construction equipment.
9. Jack stands – (2) 12 ton
10. Hydraulic Jacks (2) 12 ton
11. Vehicle or auxiliary powered portable lighting for field work.
12. Jumper Cables - 20 ft. heavy duty
13. Hazardous Material spill kit
14. Misc. drain pans
15. Combination Vise - minimum 4½-inch jaw
16. Knowledge and skills to perform hydraulic system repairs.
17. Hydraulic Crane (hand or powered) - min. 2 ton capacity
18. Battery Tester
19. Volt/Ohm meter
20. 1/2" drill w/bits to 3/4"
21. Fuel pressure testing kit
22. Tap & Die set to 1"
23. Electric Grinder 4"
24. Consumable goods (listed below)

Type 2 - Automotive, Light and Heavy Truck (Class 1-8)
1. Charging/Starting System Analyzer
2. Arc Welder
3. Oxy/Acetylene torch set with appropriate cutting and welding tips
4. Code Reader (generic)
5. Air Compressor - Minimum of 120 PSI at 12 CFM with tank and appropriate accessories
6. 1/2 & 3/4 inch impact wrenches and impact sockets to 2 inch
7. Hand tool set to accomplish normal field repairs on all classes of equipment SAE and metric
8. Jack stands (2) 2 ton and (2) 12 ton heavy duty
9. Hydraulic Jacks (2) 2 ton and (2) 12 ton heavy duty
10. Vehicle or auxiliary powered portable lighting for field work.
11. Jumper Cables - 20 ft. heavy duty
12. Hazardous Material spill kit capable of containing and collecting a minimum of 10-gallons of spill.
13. Misc. drain pans
14. Consumable goods (listed below)
15. Combination Vise - minimum 4 ½ inch jaw
16. Battery Tester
17. Volt/Ohm meter
18. Self-contained brake and clutch bleeder system
19. 3/8 drill w/ bits to 1/2"
20. Fuel pressure testing kit
21. Tap & Die set to 5/8"
22. Electric Grinder 4"

Type 3 - Inspection and Diagnostic Services
1. Charging/Starting System Analyzer
2. Code Reader (generic)
3. Hand tool set to accomplish normal field repairs on all classes of equipment SAE and metric
4. Vehicle or auxiliary powered portable lighting for field work.
5. Jumper Cables - 12 ft. heavy duty
6. Consumable goods (listed below)
7. Battery Tester
8. Volt/Ohm meter
9. Self-contained brake and clutch bleeder system
10. Fuel pressure testing kit

Contractor shall be responsible for ensuring all personnel arrive at the incident with the proper Personal Protective Clothing and Equipment as prescribed in the agreement. Contractor shall be responsible for ensuring the Personal Protective Equipment is operable and maintained in good repair throughout the duration of any assignment. Personal Protective Clothing will be maintained in good repair, and be cleaned at sufficient intervals to preclude unsafe working conditions. All personnel shall be wearing Personal Protective Clothing, including boots, upon arrival at the incident.

Contractor shall be responsible for ensuring that all personnel arrive with the following:

A. Personal Protective Equipment (PPE)
(1) BOOTS: All Leather uppers, lace-up type, minimum of 8 inches high with lug type sole in good condition (steel toed boots are not acceptable), to be worn if working near the fireline.
(2) HARD HAT: Hardhat meeting NFPA Standard 1977 is required.
(3) GLOVES: One pair of heavy-duty leather per person.
(4) CHAPS: One pair, welding
(5) EYE PROTECTION: One pair (meets standards ANSI Z87, latest edition).
(6) HEARING PROTECTION: Use hearing protection whenever sound levels exceed 85 dB.
(7) HEAD LAMP: With batteries and attachment for hardhat.
(8) FIRE SHELTER. New Generation Fire Shelter is required. (9) FLAME RESISTANT CLOTHING (Shirt and Pants). A minimum of two full sets of flame resistant shirt and pants. For routine fireline duties, flame resistant clothing must be certified to NFPA 1977.

NOTE: It is recommended that fireline personnel wear a short-sleeved t-shirt, underwear, and socks under fire clothing and boots.  T-shirts and underwear should be 100% cotton or a 100% flame resistant blend of fibers. Socks should be cotton, wool, or a blend of flame resistant fibers.

D.2.2 Consumable Goods

All mechanics (Types 1, 2, and 3) shall provide the following consumable goods to enable the mechanic to operate independently for the first 24 hours and complete minor repairs. These consumables will not be replaced by the Government.
1. Commonly used SAE and Metric Nuts and Bolts up to 1/2" x 3"
2. Assorted electrical connections for commonly used wire sizes on all equipment
3. Assorted sizes of electrical wire commonly found on all types of equipment
4. Assorted common electrical fuses and bulbs.
5. Assorted lubricants & cleaners commonly used in the industry by field mechanics (i.e. WD-40, brake cleaner, silicone sealant).
6. Assorted metal fasteners, machine screws, self-tapping up to #12 x 1 1/2"
7. Commonly used air brake fittings up to 5/8 inch.
8. Shop towels

D.2.3 Vehicles

D.2.3.1 Tires shall have load ratings in accordance with the vehicle Gross Vehicle Weight Ratings (GVWR). All tires on the vehicles, which including the spare tire, if required, shall have sound sidewalls, body and tire tread depth of a minimum of 2/32 for rear tires and 4/32 for steering axle tires.

D.2.3.2 All vehicles shall:
1. Meet all State Motor Vehicle Requirements
2. Fire extinguisher, multi-purpose 1A 10BC that is securely mounted to the vehicle and accessible by the operator. The fire extinguisher shall have a current annual inspection tag and the annual maintenance tag in regards to a 6 year annual inspection and every 12 years regarding a hydro test on all dry powder, metal fire extinguishers.
3. An audible reverse warning device (backup alarm) of 87 db or greater when the transmission is put into reverse. The warning device shall face to the rear. Switches to activate the alarm will not be allowed.
4. Reflectors, triangles, bi-directional (one set of 3)
5. Two wheel chocks
Shovel

D.2.3.3 Prohibited Marking

Federal regulations prohibit the use of official agency shields or markings on private vehicles or property.

D.2.4 Work Orders

The Contractor shall complete their standard commercial repair order form or the Incident Equipment Repair Order provided in Exhibit K to document work done on equipment. If the standard commercial repair order form is used, the following information shall be included for each vehicle repaired:
1. Name/address/phone number of vehicle owner/representative
2. Incident Name/Number/E-Number
3. Equipment Description (include year, make, model, license number, serial number or vehicle identification no.)
4. Description of work performed
5. Breakdown of labor hours/parts and cost
6. Printed name/title and signature of vehicle owner/representative and mechanic

D.2.5 Biobased Products

This procurement requires the use of biobased products to the extent that such products are reasonably available, meet agency or relevant industry performance standards, and are reasonably priced. Where available, these products should first be acquired from among qualified products that fall under the umbrella of items designated through the Federal Biobased Products Preferred Procurement Program (FB4P). Information is available at: http://www.biopreferred.gov/

D.3 PERSONNEL REQUIREMENTS

All Contractor personnel shall comply with Exhibit F, Safety Standards. Contractors shall comply with the Fair Labor Standards Act when employing persons under 18 years of age (Ref. 29 CFR 570).

D.3.1 Training/Experience

Each person under this Agreement shall meet the following minimum requirements:

1. Mechanic Types
a. Type 1 (Heavy Construction/Logging Equipment): Minimum 3 yrs. experience at the journeyman level on field repairs of heavy construction or logging equipment.  
b. Type 2 (Automotive, Light and Heavy Truck): Minimum 3 yrs. experience at the journeyman level on all classes of light and medium trucks. DOT air brake qualifications (FMVCSA 49CFR 396.25)
c. Type 3 (Testing and Diagnostic Services): Minimum 3 yrs. experience at the journeyman level on all classes of light and medium trucks. DOT air brake qualifications (FMVCSA 49CFR 396.25)
2. Commercial Drivers License (when required).
3. All operators shall be able to operate the equipment safely up to the manufacturer's limitations (i.e., experience working in steep terrain, timber, etc.)
4. RT-130 Annual Fireline Refresher including fire shelter.

The government reserves the right to verify training at any time for all operators.

[D.3.2 through D.6.1 deleted in abbreviated version]

D.6.2 RANKING OF AWARDED RESOURCES FOR DISPATCH PRIORITY 

All resources on an awarded Agreement will be ranked on a dispatch priority list by Host Dispatch Zone or Geographic Area. Priority will be given to those small business concerns identified in Section B, Method of Award - Cascading Set-Aside Procedure. Within each small business program category, priority will be based on the advantages the resource has to offer. Information on the advantages shall be submitted by the Contractor with their quote. A separate priority list will be generated for each type of mechanic. The following criteria have been developed to assess the advantages for dispatch priority. Advantages will be given a point value. The total points for each resource's advantage are then divided by the price resulting in dispatch priority with highest total advantage per dollar being ranked highest on the dispatch list. The following is a list of the advantages and associated points for each category.  A complete breakdown can be found in Exhibit J. 

Advantages 

1. Mechanic with Service Truck (Type 1)
a. Current Automotive Service Excellence (ASE) Certification - 50 possible points
b. Vocational School or Manufacturer Diesel/ Heavy Equipment Mechanic Certificate - 70 possible points
c. Years of Experience (Heavy Equipment) - 80 possible points

2. Mechanic with Service Truck (Type 2 and 3)
a. Current Automotive Service Excellence (ASE) Certification - 50 possible points
b. Current Emergency Vehicle Technician (EVT) Certification - 70 possible points
c. Years of Experience - 80 possible points
d. Fire Apparatus Mechanic - 100 possible points

[D.6.3 through D.21.7 deleted in abbreviated version]

D.21.8 PAYMENTS

The host agency for each incident is responsible for payments. The payment office will be designated in block 9 on the Emergency Equipment - Use Invoice, Form OF-286. See Exhibit B for complete agency payment office information.

The time under hire shall start at the time the resource begins traveling to the incident after being ordered by the Government, and end at the estimated time of arrival back to the point of hire after being released, except as provided in D.21.8.3.

D.21.8.1 Rates of Payments - Payment will be at rates specified and, except as provided in D.21.8.3, shall be in accordance with the following:

a. On-Shift includes time worked, time that resource is held or directed to be in a state of readiness, and compensable travel (resource traveling under its own power) that has a specific start and ending time.
b. Daily Rate - Payment will be made on basis of calendar days (0001 _ 2400). For fractional days at the beginning and ending of time under hire, payment will be based on 50 percent of the Daily Rate for periods less than 8 hours.

[D.21.9 through D.23 deleted in abbreviated version]



[Exhibits J and K follow, Exhibits A through I deleted in abbreviated version]


EXHIBIT J –ADVANTAGES
Mechanic w/Truck Type 1





	Factors
	Attributes
	Value
	Importance Factor
	Advantage Points

	Current
ASE
Certifications
	Both Truck and Auto Master
	10
	5

	50

	
	Truck Master Only
	8
	
	40

	
	Auto Master Only
	7
	
	35

	
	5 or more certificates
	5
	
	25

	Vocational School or Manufacture
Diesel/Heavy Equipment  Mechanic certificate 
	Yes
	10
	7
	70

	
	No
	0
	
	0

	Experience 
In years
Heavy Equipment
	10+
	10
	8
	80

	
	6 to 9
	5
	
	40

	
	3 to 5
	0
	
	0






Mechanic w/Truck Type 2 & 3


	Factors
	Attributes
	Value
	Importance Factor
	Advantage Points

	Current
Automotive Service Excellence (ASE)
Certifications
	Both Truck and Auto Master
	10
	5
	50

	
	Truck Master Only
	8
	
	40

	
	Auto Master Only
	7
	
	35

	
	5 or more certificates
	5
	
	25

	Current Emergency Vehicle Technician (EVT) Certifications
	Master
	10
	7
	70

	
	Level II
	8
	
	56

	
	Level I
	6
	
	42

	Experience 
In years
	10+
	10
	8
	80

	
	6 to 9
	5
	
	40

	
	3 to 5
	0
	
	0

	Fire Apparatus Mechanic
	5+ years working primarily on fire apparatus
	10
	10
	100

	
	0-4 years
	0
	
	0
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EXHIBIT K
INCIDENT EQUIPMENT REPAIR ORDER
	1a. Name/Address


	1b. Telephone
	2.  Date:

	3.  Incident Name:


	4.  Incident Number:
	5.  “E” Number

	6.  Equipment Description (include year, make, model, license number, serial number or vehicle identification no.):



	7.  Description of Work Performed:



	8.  Labor: Inclusive hours (rounded to the nearest ½ hour) work
was performed:
    Total Labor hours:  ____________             
                                                    
	9. Odometer Reading:

	10.  Parts and Accessories (use second page for additional Parts and Accessories if necessary):

    Parts Used                        Quantity                Unit Price                      Total
                                    .                        .               $                .                   $                    .

                                    .                        .               $                .                   $                    .

                                    .                        .               $                .                   $                    .
   
                                    .                        .               $                .                   $                    .

                                    .                        .               $                .                   $                    .
 
TOTAL PARTS:                                                                                        $                     .
TOTAL LABOR (from block 8):                                                              $                      .
TOTAL OF EQUIPMENT REPAIR ORDER:                                         $                      .


	11.  Signatures (must be legible):

Owner/Representative Signature:                        Mechanic’s Signature:
Printed name & Title:                                          Printed Name and Title:
Date:                                                                     Date:

	Original=Finance   /     Copy=Contractor    /      Copy in Contractor’s OF-304     /       Posted to OF-286  Y   N






INCIDENT EQUIPMENT REPAIR ORDER (PAGE 2)

10.  Parts and Accessories (Continued)

	Parts Used		Quantity		Unit Price		Total
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
					    		$		 	$		
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