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The conversion of scientific measurements has become commonplace in the fields of 
engineering, research, and forestry. Foresters’ Metric Conversions is a Windows-based
computer program that quickly converts user-defined measurements from English to
metric and from metric to English. Foresters’ Metric Conversions was derived from the
publication “Metric Conversions for Foresters,” by Edwin S. Miyata, Helmuth M. Steinhilb,
and Lynne A. Coyer, USDA Forest Service, North Central Forest Experiment Station, St.
Paul, Minnesota (originally published in 1981).

Ordering Copies of Foreste rs’ Metric Co nversions

You can obtain copies of Foresters’ Metric Conversions or receive technical support by contacting A.
Jefferson Palmer at the USDA Forest Service, Northeastern Research Station, Forestry Sciences
Laboratory, 241 Mercer Springs Road, Princeton, WV 24740 (Telephone: 304-431-2700; Fax:
304-431-2772; E-mail: jpalmer/ne_pr@fs.fed.us).

This computer program is available with the understanding that the U.S. Department of Agriculture cannot
assure its accuracy, completeness, reliability, or suitability for any other purpose than that reported. The
recipient may not assert any proprietary rights thereto nor represent it to anyone as other than a
Government produced computer program.

Program Installation

For optimal performance of Foresters’ Metric Conversions, we recommend the following:

* IBM or IBM-compatible PC with Windows 3.1 or Windows 95
* 486 or higher processor
* Hard disk drive with at least 5 megabytes of free space
* 3.5-inch, high-density disk drive
* VGA monitor

To install, place the program diskette in your computer’s 3.5-inch drive. If you are running Windows 3.1,
select Run from the File menu. Enter A:\SETUP.EXE and click on the OK button. If you are running Windows
95, click on Start from the task bar and select Run. Enter A:\SETUP.EXE and click on the OK button. Then
follow the directions on the screen.

The use of trade, firm, or corporation names in this publication is for the information and
convenience of the reader. Such use does not constitute an official endorsement or approval
by the U.S. Department of Agriculture or the Forest Service of any product or service to the
exclusion of others that may be suitable.
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