CORDUROY FOUNDATION

<table>
<thead>
<tr>
<th>TYPICAL ID</th>
<th>SECTION TYPE</th>
<th>TYPE</th>
<th>TOP BOT</th>
<th>WIDTH</th>
<th>LOG SIZE</th>
<th>SUITABLE MATERIAL DEPTH</th>
<th>COMMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>CDF-1</td>
<td>G</td>
<td>G</td>
<td>G</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

N/A WHEN NOT APPLICABLE

6 INCH MINIMUM
6 INCH MINIMUM (TYP)
6 INCH MINIMUM UNTREATED LOG

NOTE:
1. OVERLAP GEOTEXTILE A MINIMUM OF 12 INCHES AT ENDS.
2. A 6 INCH MINIMUM COVER IS REQUIRED OVER GEOTEXTILE FOUNDATIONS.
3. ADJACENT LOGS SHALL NOT HAVE AN ELEVATION DIFFERENCE OF MORE THAN 1 INCH.

GEOTEXTILE TYPE

<table>
<thead>
<tr>
<th>TYPE</th>
<th>MATERIAL</th>
<th>COMMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>G1</td>
<td>NON-WOVEN</td>
<td></td>
</tr>
<tr>
<td>G2</td>
<td>WOVEN</td>
<td></td>
</tr>
<tr>
<td>G3</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

CORDUROY SECTION

A

RETAINER LOG

GEOTEXTILE

6 INCH MINIMUM (TYP)

SEE SECTION 913 - TYPICAL SECTIONS

FOUNDATION WIDTH

GEOTEXTILE

NO. 4 REBAR
6 INCHES FROM ENDS EVERY 3 FEET

CORDUROY W/ RETAINERS SECTION

B

SEE SECTION 913 - TYPICAL SECTIONS

FOUNDATION WIDTH

GEOTEXTILE

12 INCH MINIMUM

6 INCH MINIMUM UNTREATED RETAINER LOG

EXCAVATED CORDUROY SECTION

C